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Dear Mr. Baine:

Attached is a renewal Title V permit to operate your affected source pursuant to Chapter
80, Article 3, of the Virginia Regulations for the Control and Abatement of Air Pollution.

This permit contains legally enforceable conditions. Failure to comply may result in a
Notice of Violation and civil penalty. Please read all conditions carefully.

In evaluating the application and arriving at a final decision to issue this permit,
the Department deemed the application complete on June 11, 2013 and solicited written
public comments by placing a newspaper advertisement in the “The Virginian” newspaper
on April 24, 2014. The thirty-day comment period (provided for in 9 VAC 5-80-670) expired
on May 27, 2014. The Environmental Protection Agency (EPA) was also provided forty-five
days to review and comment on the proposed renewal Title V permit. The EPA review
period began on April 25, 2014 and ended on June 9, 2014. The only comments received
were from Dominion Virginia Power — Gordonsville and were incorporated in this permit.

This approval to operate does not relieve Dominion Virginia Power — Gordonsville Power
Station of the responsibility to comply with all other local, state, and federal permit
regulations.

Issuance of this permit is a case decision. The Regulations, at 9 VAC 5-170-200,
provide that you may request a formal hearing from this case decision by filing a petition
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with the Board within 30 days after this permit is mailed or delivered to you. Please consult
that and other relevant provisions for additional requirements for such requests.

Additionally, as provided by Rule 2A:2 of the Supreme Court of Virginia, you have 30
days from the date you actually received this permit or the date on which it was mailed to
you, whichever occurred first, within which to initiate an appeal to court by filing a Notice of
Appeal with: ’

Mr. David K. Paylor, Director
Department of Environmental Quality
P. O. Box 1105

Richmond, VA 23218

In the event that you receive this permit by mail, three days are added to the period in which
to file an appeal. Please refer to Part Two A of the Rules of the Supreme Court of Virginia
for additional information including filing dates and the required content of the Notice of
Appeal.

If you have any questions concerning this permit, please contact Gary Beeson at (703) 583-
3969.

Sincerely,

oo B TS

James B. LaFratta
Regional Air Permit Manager

TAF/JBL/HGB/14-125-NRO
Attachment; Permit

cc: Ms. Cathy Taylor — Director Electric Environmental Services, Dominion Resource
Services, Inc. (electronic copy)
Rebekah J. Remick — Dominion Virginia Power (electronic copy)
Elizabeth A. Willoughby — Dominion Virginia Power (electronic copy)
Director, OAPP (electronic file submission)
Manager, Data Analysis (electronic file submission)
Chief, Air Enforcement Branch (3AP13), U.S. EPA, Region il (electronic copy)
Manager/Inspector, Air Compliance (electronic copy)
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Federal Operating Permit
Article 3

This permit is based upon Federal Clean Air Act acid rain permitting requirements of Title 1V,
federal operating permit requirements of Title V, and Chapter 80, Article 3 and Chapter 140
of the Commonwealth of Virginia Regulations for the Control and Abatement of Air Pollution.
Until such time as this permit is reopened and revised, modified, revoked, terminated or
expires, the permittee is authorized to operate in accordance with the terms and conditions
contained herein. This permit is issued under the authority of Title 10.1, Chapter 13, §10.1-
1322 of the Air Pollution Control Law of Virginia. This permit is issued consistent with the
Administrative Process Act and 9 VAC 5-80-360 through 9 VAC 5-80-700, and 9 VAC 5-
140-10 through 9 VAC 5-140-3880 of the State Air Pollution Control Board Regulations for
the Control and Abatement of Air Pollution of the Commonwealth of Virginia.

Authorization to operate a Stationary Source of Air Pollution as described in this permit is
hereby granted to:

Permittee Name: Virginia Electric and Power Company
Affected Source Name: Dominion Virginia Power — Gordonsville Power Station
Affected Source Location: 819 Hill Road

Gordonsville, Virginia 22942

Registration Number: 40808
Permit Number: NRO40808

This permit includes the following programs:

Federally Enforceable Requirements —~ Clean Air Act
Federally Enforceable Requirements — Title IV Acid Rain
Federally Enforceable Requirements — CAIR

Appendix A — The Phase Il Acid Rain Pemnit Application (5 Pages)

Appendix B — CAIR Permit Application (10 Pages)

Appendix C — Start-up, Shutdown, LLE mode and Transient Operations
Appendix D — Data Substitution Emission Factors

Appendix E — Applicability Determination Index (ADI)-Water to Fuel Exemptlon
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January 1, 2014
Title IV Effective Date

August 7, 2014
Title V Effective Date

December 31, 2018
Title V and Title IV Expiration Date

;’ £ ‘i

“'w_,ﬁ \(\\ O C/{ \\J [N
Thomas A. Faha
Regional Director
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Affected Source Information

Permittee

Virginia Electric and Power Company

DBA: Dominion Virginia Power — Gordonsville Power Station
5000 Dominion Boulevard

Glen Allen, Virginia 23060

Responsible Official

Mr. Edward H. Baine

Vice President Power Generation System Operations
5000 Dominion Boulevard

Glen Allen, Virginia 23060

Acid Rain Desighated Representative

Mr. Edward H. Baine

Vice President Power Generation System Operations
USEPA ATS-AAR ID - 606670

Clean Air Interstate Rule (CAIR) Designated Representative
Mr. Edward H. Baine

Vice President Power Generation System Operations

USEPA ATS-AAR ID - 606670

Affected Source

Dominion Virginia Power — Gordonsville Power Station
819 Hill Road

Gordonsville, Virginia 22942

Contact Person

Ms. Cathy C. Taylor

Director, Electric Environmental Services
(804) 273-2929

County-Plant Identification Number: 51— 109 - 0040
ORIS Code: 54844
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Affected Source Description: NAICS 221112 - SIC 4911- Electrical Services.

The Dominion Virginia Power — Gordonsville Power Station (GPS) is a cogeneration
combined cycle power plant that produces electricity for sale to Virginia Dominion Electric
Power Company. The affected source consists of: two GE Frame 7EA combustion turbines
(I-A and {I-A); two supplementary firing duct burners (H-B and I-B); two steam turbines and
electricity generators; an emergency diesel generator set (1V); a fuel oil storage tank (TK-
101); a diesel engine driven fire suppression water pump (DP-1); and various insignificant
emission units as specified in this permit. The primary fuel for the combustion turbines and
the associated duct burners is natural gas and the backup fuel is distillate fuel oil. The
diesel engine driven fire suppression water pump is fueled by numbers 1 or 2 fuel oil. The
emergency diesel generator must operate on ultra low sulfur diesel fuel.

The combustion turbines are each subject to NSPS Subpart GG and the duct burners are
each subject to NSPS Subpart Db. The emergency diesel generator set is subject to NSPS
Subpart [l and MACT ZZZ7 and the fire suppression water pump diesel engine is subject to
MACT ZZZZ.

The facility is a Title V major source due to its potential to emit of NOx, SO, and CO
emissions. This source is located in an attainment area or unclassified area for all criteria
poliutants. :
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Fuel Burning Equipment — Combustion turbines (CT) and heat recovery steam generator
(HRSG) with supplementary duct burners (DB)

Limitations:

1.

Fuel Burning Equipment Requirements — CT/HRSG with DB — NOx Emission Controls
— Nitrogen oxide (as NO,) emissions from each CT/HRSG DB (ID#s I-A, I-B, and lI-A, 1I-B)
shall be controlled by selective catalytic reduction (SCR). In addition to the SCR control,
Nitrogen oxides from each CT shall be controlled by the utilization of a low NOx burner
design when firing natural gas or by water injection when firing numbers 1 and 2 distillate
fuel oil and during gas power augmentation (as defined in (Appendix C). The CTs (ID#s I-A
and HI-A), HRSG DBs (ID#s |-B and 1I-B), and the SCR units shall be provided with adequate
access for inspection.

(9 VAC 5-80-490 B & C and Condition 3 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB — NOx Emission Controls

- SCR Operation — Except during CT start-up, including low load emergency mode (LLE)

and shut-down/transient conditions (as defined in Appendix A of this permit, the SCR unit
shall be operating any time a CT is burning fuel. The SCR unit may operate during CT start-
up (including LLE) and transient conditions. A normal CT start-up begins when a flame is
detected and ends one hour after ammonia injection begins. A normal CT start-up
(excluding LLE) shall not exceed 6 hours. During CT shut-down, the permittee shall
discontinue use of the SCR (discontinue ammonia injection) when the catalyst bed
temperature drops below the predetermined temperature level, but not more than 3 hours
prior to the time at which the fuel feed to the CT is discontinued.

(9 VAC 5-80-490 B & C and Condition 4 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB — SO, Emission Controls
— Sulfur dioxide (SO;) emissions from each CT/HRSG with DB shall be controlled by the use
of very low sulfur fuels (as defined in 40 CFR 60.41.b).

(9 VAC 5-80-490 B & C and Condition 5 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB - PM Emission Controls —
Particulate matter (PM) emissions from each CT/HRSG with DB shall be controlled by the
use of clean burning fuels.

(9 VAC 5-80-490 B & C and Condition 6 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB - CO & VOC Emission
Controls — Carbon monoxide (CO) and volatile organic compound (VOC) emissions from
each CT/HRSG with DB shall be controlled by the use of good combustion operating
practices.

(9 VAC 5-80-490 B & C and Condition 7 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements CT/HRSG with DB -~ Fuel Limitations — The
approved fuels for the CT/HRSG with DB are natural gas and number 1 and 2 distiliate fuel
oil. Distillate oil is defined as fuel oil that meets the specifications for fuel oil numbers 1 and
2 under the American Society for Testing and Materials, ASTM D396 (or other approved
applicable ASTM method, incorporated in 40 CFR 60 by reference) "Standard Specification
for Fuel Qils". A change in fuel may require a permit to modify and operate. Records of all
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fuel supplier certifications shall be available for inspection and shall be current for the most

recent five years.
(9 VAC 5-80-490 B & C and Condition 14 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB ~ Fuel Limitations — The
maximum sulfur content of the natural gas burned in each CT/HRSG with DB shall not
exceed 20 grains/100 dscf.

The natural gas burned in each CT/HRSG with DB shall not exceed an annual weighted
average sulfur content of 0.5 grains/100 dscf, calculated daily on a rolling consecutive 365
day period. The annual weighted average sulfur content of the natural gas fuel burned is
calculated as follows:

365 .
Z %, S (grains sulfur) « 2, (dscf gas)
pc 100 (dscf)

365

Zzl (dscf gas)

where:

= numerical day within a consecutive 365 day period;

X = the sulfur content of the natural gas sample collected during day . Ifa
measurement of X; was not performed during day t, assume X, is equivalent to the
most recent measurement of X, prior to the beginning of day t;

Z: = the quantity of natural gas burned within a consecutive 365 day period and between
the time period of (t-1) and t.

Compliance shall be demonstrated through monitoring of the sulfur content of the natural
gas in accordance with the monitoring plan contained in this permit.
(9 VAC 5-80-490 B & C and Condition 15 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB - Fuel Limitations — The
maximum as-fired sulfur content of the numbers 1 and 2 distillate fuel oil burned in each
CT/HRSG with DB shall not exceed 0.05 percent by weight. Compliance shall be
demonstrated through fuel supplier certification of sulfur content or through sampling,
testing, and certification of as-fired numbers 1 and 2 distillate fuel oil sulfur content. The
numbers 1 and 2 distillate oil sulfur analysis may be performed by the permittee, a service
contractor retained by the permittee, or other Department of Environmental Quality (DEQ)
approved agency.

(9 VAC 5-80-490 B & C and Condition 16 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB - Fuel Limitations —

a. The measured HHV of the natural gas fuel burned in each CT/HRSG with DB shall be
greater than or equal to 967 Btu/scf.

b. The measured HHV of the numbers 1 and 2 distillate fuel oil burned in each CT/HRSG
with DB shall be greater than or equal to 132,000 Btu/gallon.
(9 VAC 5-80-490 B & C and Condition 17 of the July 10, 2014 NSR Permit)
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Fuel Burning Equipment Requirements — CT/HRSG with DB — Fuel Limitations — The
total amount of the natural gas consumed by the affected source, consisting of the two
CT/HRSG units shall not exceed 1.33113 x 10" scf per consecutive 365 day period.

(9 VAC 5-80-490 B & C and Condition 18 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB - Fuel Limitations — The
permittee shall monitor the HHV of the natural gas burned in the CT/HRSG with DB in
accordance with a method and frequency set forth in 40 CFR 75, Appendix D Section 2.3.4.
The HHV of the natural gas shall be determined at least once per month.

(9 VAC 5-80-490 B & C and Condition 50 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB — Fuel Limitations

a. The permittee shall test the as-fired numbers 1 and 2 distillate fuel oil for sulfur content
and HHV on each occasion that fuel is transferred to the fuel storage tank from any other
source. Numbers 1 and 2 distillate fuel oil sulfur content shall be determined using
ASTM D2880 (or other approved applicable ASTM method, incorporated in 40 CFR 60
by reference) or incorporated by reference (9 VAC 5-50-410 Subpart GG, 40 CFR
60.335). The numbers 1 and 2 distillate fuel oil sulfur analysis may be performed by the
permittee, a service contractor retained by the permittee, the fuel vendor, or other DEQ
approved agency.

b. The requirement to monitor the nitrogen content of the numbers 1 and 2 distillate fuel oil
being fired in each CT on each occasion that fuel is transferred to the fuel oil storage
tank is waived, provided the CT NOy continuous emission monitoring system (CEMS)
required by this permit are maintained in accordance with 40 CFR Part 75 and is fully
compliant with 40 CFR 75 and Part 75 data substitution procedures.

¢. The permittee shall submit an initial plan to the Regional Air Compliance Manager of the
DEQs Northern Regional Office (NRO) that specifies the manner in which on-site
numbers 1 and 2 distillate fuel oil will be tested to determine the sulfur content and HHV
of the distillate fuel oil. Initial test methods and changes to the test methods used by the
permittee to determine sulfur content and HHV of the numbers 1 and 2 distillate fuel oil
shall be submitted to and approved by the Regional Air Compliance Manager of the
DEQs NRO prior to burning distillate oil tested by the proposed methods.

Records of the numbers 1 and 2 distillate fuel oil sulfur content and HHV shall be available
on site for inspection by the DEQ. They shall be kept on file for the most current five year
period.

(9 VAC 5-80-490 B & C, 40 CFR 60 Subpart GG, 40 CFR 75, and Condition 51 of the July
10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — HRSG with DB — Fuel Limitations — The total
heat input rate of all HRSG with DB shall not exceed 249.9 million Btu per hour, when fired
simultaneously or separately. The total heat input rate shall be determined hourly.

(9 VAC 5-80-490 B & C and Condition 22 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB — Fuel Limitations - A CT
and its associated HRSG with DB shall burn the same type fuel.
(9 VAC 5-80-490 B & C and Condition 23 of the July 10, 2014 NSR Permit)
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Fuel Burning Equipment Requirements — CT/HRSG with DB — Fuel Limitations — A
continuous monitoring system shall be installed to measure the hourly consumption of each
fuel (in scf/hour and gallons/hour) by each CT and each HRSG with DB. A continuous
monitoring system shall be installed to measure the hourly consumption of diesel fuel (in
gallons/hour) by the diesel engine-generator set.

(9 VAC 5-80-490 B & C, 40 CFR 60.334, and Condition 48 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB — Fuel Limitations — The
permittee shall monitor the sulfur content of the natural gas as-fired in each CT/HRSG with
DB.

a. Analysis for fuel sulfur content of the natural gas shall be conducted, as referenced in 40
CFR 60.334(h) using one of the approved ASTM reference methods, or an approved
alternative method, for the measurement of sulfur in gaseous fuels. The reference
methods are: ASTM D1072; ASTM D3031; ASTM D3246; and ASTM D4084 (or other
approved applicable ASTM method, incorporated in 40 CFR 60 by reference) or
incorporated by reference (9 VAC 5-50-410 Subpart GG, 40 CFR 60.335). ASTM
D5504 is an approved alternative method to determine sulfur content in gaseous fuels.

b. Sulfur monitoring shall be conducted twice monthly for six months. If this monitoring
shows little variability in the fuel sulfur content, and indicates consistent compliance with
the sulfur content permit condition, then sulfur monitoring shall be conducted once per
quarter for six quarters.

c. lfrequested by the permittee, the DEQ may limit the frequency of natural gas sulfur
monitoring required by 40 CFR 60 Subpart GG to a minimum of twice per annum
provided that the monitoring required in item b. above demonstrates that the sulfur
content of the natural gas fuel shows little variability and the monitoring demonstrates
compliance with the annual natural gas sulfur content limitation specified in this permit.
At a minimum, two of the gas samples collected each year for sulfur monitoring shall be
separated by a forty-five day period.

d. Should any sulfur analysis required in items b. or ¢. above indicate noncompliance, the
owner or operator shall notify the Regional Air Compliance Manager of the DEQs NRO
of such emissions and this custom schedule shall be re-examined by the DEQ. While
the sulfur monitoring schedule is being re-examined, sulfur monitoring shall be
conducted at a minimum rate of once during a rolling period of time consisting of seven
(7) unit operating days. For the purposes of this permit condition, a unit operating day is
any day during which any CT burns natural gas.

e. If there is a change in fuel supply, the permittee must notify the Regional Air Compliance
Manager of the DEQs NRO of such change for re-examination of this custom schedule.
A substantial change in fuel quality shall be considered a change in fuel supply. Sulfur
monitoring shall be conducted weekly during the interim period while this custom
schedule is being re-examined.

All of the preceding records shall be available on site for inspection by DEQ personnel.
They shall be kept on file for the most recent five year period.

(9 VAC 5-80-490 B & C, 40 CFR 60 Subpart GG, and Condition 49 of the July 10, 2014
NSR Permit)
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17. Fuel Burning Equipment Requirements — CT Emission Limitations — Criteria poliutant
emissions from the operation (excluding start-up (including LLE), shut-down, and transient
operation)” of each CT and its associated HRSG DB shall not exceed the limits specified

below:
Natural Gas Operation

Nitrogen Oxides** 9 ppmvd at 15% O, (9 VAC 5-50-260)
(NO,) per unit (1-hour average)

Carbon Monoxide 36 lbs/hr/unit (9 VAC 5-50-260)

Numbers 1 and 2 Distillate Fuel Oil

Nitrogen Oxides™ 12 ppmvd at 15% O, (9 VAC 5-50-260)
(as NO,) per unit (1-hour average)

Sulfur Dioxide 58 lbs/hr/unit (2 VAC 5-50-260)

Carbon Monoxide 48 lbs/hr/unit (9 VAC 5-50-260)

*  Start-up, shutdown, LLE, and transient operations of the combustion turbines are defined
in Appendix C of this permit.

" Nitrogen oxides concentration (ppm) must be met at all times except during start-up
(including LLE), shut-down, and transient operation, or malfunction.

Compliance with the CT hourly emission limits for NOx and CO shall be demonstrated by
CEMS. The CEMS measurement shall be a one-hour average for each CT operating hour.
Compliance with the SO, hourly emission limit while burning numbers 1 and 2 distillate fuel
oil shall be demonstrated by maintaining records of fuel oil certifications for all numbers 1
and 2 distillate fuel oil burned and by the following calculation: quantity of numbers 1 and 2
distillate fuel oil consumed per hour x sulfur content (as SO,) of the distillate fuel oil (Ib SO,/
Ib fuel oil).

The following emission rates are derived from estimated overall emission contributions and
are included for inventory purposes only:

Natural Gas
PM-10 4.3 x 10° Ibs/10° Btu 5 Ibs/hr/unit
Sulfur Dioxide 1.8 x 10° Ibs/10° Btu 2.1 Ibs/hr/unit (annual average)
Nitrogen Oxides 3.3 x 102 1bs/10° Btu 44 Ibs/hr/unit
(as NO,)
Carbon Monoxide 2.8 x 10 Ibs/10° Btu
Volatile Organic 11 Ibs/hr/unit

Compounds
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Numbers 1 and 2 Distillate Fuel Qil

PM-10 9.7 x 10 Ibs/10° Btu 10 lbs/hrfunit

Nitrogen Oxides 4.9 x 102 lbs/10° Btu 58 Ibs/hr/unit
(as NO,)

Suifur Dioxide 5.0 x 107 Ibs/10° Btu

Carbon Monoxide 4.2 x 102 1bs/10° Btu

Volatile Organic 11 Ibs/hr/unit

Compounds

Lead 6.0 x 107 Ibs/hriunit

(9 VAC 5-80-490 B & C and Condition 29 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB ~ Emission Limitations —
Criteria pollutant emissions from the operation (excluding start-up (including LLE), shutdown
and transient operation)* of each CT/HRSG with DB shall not exceed the limits the limits
specified below:

Natural Gas
Nitrogen Oxides™ 9 ppmvd at 15% O, per unit (1-hour average)
(as NO,)

Carbon Monoxide 57 Ibs/hrfunit

Numbers 1 and 2 Distillate Fuel Oil
Nitrogen Oxides 12 ppmvd at 15% O, (1-hour average)
(as NOy)
Sulfur Dioxide 68 lbs/hrfunit
Carbon Monoxide 68 Ibs/hr/unit

* Start-up, shutdown, LLE, and transient operations of the combustion turbines are defined
in Appendix C of this permit.

" Nitrogen oxides concentration (ppmvd) must be met at all times except during CT start-up
(including LLE), shutdown, transient operation, or malfunction.

Compliance with CT/HRSG with DB hourly emission limits for NOx and CO shall be
demonstrated by CEMS. The CEMS measurement shall be a one-hour average for each
CT /HRSG with DB operating hour. Compliance with the SO, hourly emission limit while
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burning numbers 1 and 2 distillate fuel oil shall be demonstrated by maintaining records of
distillate fuel oil certifications for all numbers 1 and 2 distillate fuel oil burned and by the
following calculation: quantity of numbers 1 and 2 distillate fuel oil consumed per hour x
sulfur content (as SO,) of the distillate fuel oil (Ib SO, / Ib fuel oil).

The following emission rates are derived from estimated overall emission contributions and
are included for inventory purposes only:

Natural Gas

PM-10 6.0 x 10° Ibs/10° Btu 8 Ibs/hr/unit
Sulfur Dioxide 1.7 x 107 lbs/10° Btu 2.3 Ibs/hr/unit (annual average)
Nitrogen Oxides 3.3 x 10 Ibs/10° Btu 50 Ibs/hr/unit
(as NO,)
Carbon Monoxide 4.0 x 10?2 Ibs/10° Btu
Volatile Organic 22 lbs/hrfunit
Compounds

Numbers 1 and 2 Distillate Fuel Oil
PM-10 1.1 x 107 Ibs/10° Btu 13 Ibs/hr/unit
Sulfur Dioxide 5.0 x 107 Ibs/10° Btu
Nitrogen Oxides 4.8 x 107 Ibs/10° Btu 66 Ibs/hr/unit
(as NO,)
Carbon Monoxide 5.2 x 10 Ibs/10° Btu
Volatile Organic 21 lbs/hriunit
Compounds
Lead 6.8 x 107 Ibs/hr/unit

(9 VAC 5-80-490 B & C and Condition 30 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — HRSG with DB - Emission Limitations —
Criteria pollutant emissions from the operation of each HRSG with DB (excluding CT startup
(including LLE), and CT transient operating modes) shall be determined as specified in 40
CFR 60 Subpart Db (40 CFR 60.40.b). The emission rate from each HRSG with DB shall
not exceed the limitations specified below:

Natural Gas and Numbers 1 and 2 Distillate Fuel Ol

Nitrogen Oxides’ 0.2 Ibs/10° Btu (30 day rolling average)
(as NO,)
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*The nitrogen oxides (as NO,) emission rate (Ibs/10° Btu) limitations apply at all times
including HRSG with DB startup (including LLE), shutdown, or malfunction. The emission
limit is based on the heat input to the HRSG with DB.

Compliance with the HRSG with DB NOy emission limitation shall be demonstrated on a 30-
day rolling average basis using a 40 CFR 75 compliant NOx CEMS, except that the
permittee shall use missing data substitution procedures in the record keeping section of
this permit instead of the missing data substitution procedures identified in 40 CFR 75. A 40
CFR 75 compliant O, CEMS shall be co-located with the NOx CEMS. The NOx CEMS shall
be operated in accordance with the requirements of 40 CFR 60.48.b in addition to 40 CFR
75. The sampling site shall be located at the outlet of the HRSG with DB downstream of the
SCR control device. The NOx emission rate at the outlef of the HRSG with DB and
downstream of the SCR control device shall constitute the NOy emission rate from the duct
burner of the combined cycle system.

The following emission rates are derived from estimated overall emission contributions and
are included for inventory purposes only:

Natural Gas
Nitrogen Oxides (as NO,) 35 lbs/hr/unit

Numbers 1 and 2 Distillate Fuel Qil

Nitrogen Oxides (as NO,) 33 lbs/hriunit
(9 VAC 5-80-490 B & C and Condition 31 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment - CT/HRSG with DB —~ Limitations — Visible Emissions —
Visible emissions from each CT exhaust stack shall not exceed ten (10) percent opacity,
except during one six-minute period per hour in which opacity shall not exceed twenty-seven
(27) percent. The opacity standard shall apply at all times except during periods of startup
(including LLE), shutdown, malfunction, or transient operations. When a visible emissions
evaluation (VEE) is required, details of the VEE shall be arranged with the Regional Air
Compliance Manager of the DEQs NRO.

(9 VAC 5-80-490 B & C and Condition 37 of the July 10, 2014 NSR Permit)

Monitoring:

21.

Fuel Burning Equipment - CT/HRSG with DB - Continuous Emission Monitoring
Systems (CEMS) — A Continuous Emission Monitoring Systems (CEMS) shall be installed
to measure and record the emissions of NOy (as NO,) from each CT/HRSG with DB exhaust
stack. The NOx CEMS shall be located downstream of the selective catalytic reduction
system. An O, CEMS shall be co-located with each NOx CEMS. The data shall be reduced
to one hour averages. The requirements of this condition shall be followed for any
replacement CEMS.

a. The CEMS shall be installed, calibrated, maintained, audited, and operated in
accordance with performance specifications and test procedures identified in 40 CFR 75.
The 40 CFR 75 compiiant NOy and O, CEMS shall be used to monitor NOx emission
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from each CT/HRSG with DB throughout the year. The quality assurance of data
generated by the CEMS shall be demonstrated by implementing or exceeding the
minimum requirements for CEMS quality assurance as defined in 40 CFR 75, Appendix
B, and as may be required by this permit.

b. The Regional Air Compliance Manager of the DEQs NRO shall be notified in writing at
least thirty days prior to the demonstration of CEMS performance. Subsequent similar
notification requirements are to be submitted to the Regional Air Compliance Manager of
the DEQs NRO.

(9 VAC 5-80-110, 9 VAC 5-50-40, 9 VAC 5-50-410, 40 CFR 60 Subpart Db, 40 CFR 60.48.b

and Condition 40 of July 10, 2014 NSR Permit)

Fuel Burning Equipment - CT/HRSG with DB — Continuous Emission Monitoring
Systems (CEMS) — A CEMS shall be installed to measure and record the emissions of CO
from each CT/HRSG with DB exhaust stack. The CO CEMS shall be located downstream of
the HRSG with DB. The requirements of this condition shall be followed for any
replacement CEMS.

a. Except where otherwise indicated in this permit, the CEMS shall be installed, calibrated,
maintained, audited and operated in accordance with performance specifications and
test procedures identified in 40 CFR 60.13 and 40 CFR Part 60, Appendix B. The
quality assurance of data generated by the CEMS shall be demonstrated by
implementing or exceeding the minimum requirements for CEMS quality assurance as
defined in 40 CFR 60, Appendix F, except where more stringent requirements are
specified by this permit. The data shall be reduced to one-hour averages.

b. The Regional Air Compliance Manager of the DEQs NRO shall be notified in writing at
least thirty days prior to the demonstration of CEMS performance. Subsequent similar
notification requirements are to be submitted to the Regional Air Compliance Manager of
the DEQs NRO.

(9 VAC 5-80-490 B & C and Condition 41 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB - Continuous Emission
Monitoring Systems (CEMS) — The NOyx, CO and oxygen (O,) continuous emission
monitors required by this permit, the continuous monitoring data, and the quality assurance
data shall be used to determine compliance with the NOx and CO emission limits and/or
relevant emission standards. Each monitor is subject to such data capture requirements
and/or quality assurance requirements as specified in this permit and as may be deemed
appropriate by the Board. (For each CO CEMS use 40 CFR 60.13 and 40 CFR 60,
Appendix B and F. For each NOx and O, CEMS use 40 CFR 75 Appendix A and Appendix
B)

(9 VAC 5-80-110, 9 VAC 5-50-40, 9 VAC 5-50-410, and Condition 39 of July 10, 2014 NSR
Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB - Continuous Emission
Monitoring System (CEMS) Data Substitution During Start-up and Full Speed No Load
(FSNL) — When CEMS data is missing while a CT/HRSG with DB is operating in start-up or
full speed no load (FSNL) operating modes (see Appendix C), the missing CEMS data shall
be substituted with the pollutant's time-averaged emission rate found in Appendix D of this
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permit for the purpose of demonstrating compliance with affected source-wide annual
emission limitations.

When a CT is operating in start-up mode (including LLE), SO, emissions shall be calculated
by conducting a material balance on sulfur; VOC emissions and PM-10 emissions shall be
calculated by multiplying the pollutant's time-averaged emission rate (found in Appendix D of
this permit) by the number of hours of CT start-up operation (including LLE). These
emissions shall be used in the calculation to demonstrate compliance with the affected
source-wide annual emission limitations.

(9 VAC 5-80-490 and Condition 32 from the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB - CEMS - Missing CEMS
Data — Combustion Turbine Emission Rate Inventory — During LLE Operation — When
CEMS data is missing and a CT is operating in LLE mode (as defined in Appendix C), the
missing CEMS data shall be substituted with the pollutant's time-averaged emission rate
found in Appendix D of this permit for the purpose of demonstrating compliance with
affected source-wide annual emission limitations.

When a CT is operating in LLE mode, SO, emissions shall be calculated by conducting a
material balance on sulfur; VOC emissions and PM-10 emissions shall be calculated by
multiplying the pollutant's time-averaged emission rate found in Appendix D of this permit by
the number of hours of CT LLE mode operation. These emissions shall be used in the
calculation to demonstrate compliance with the affected source-wide annual emission
limitations.

(9 VAC 5-80-490 B & C and Condition 33 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB - CEMS - Missing CEMS
Data — When CEMS data is missing and a CT is operating in transient operating mode
(which includes CT shutdown, fuel switching and power augmentation operating modes as
defined in Appendix C), the missing CEMS data shall be substituted with the pollutant's
time-averaged emission rate found in Appendix D of this permit for the purpose of
demonstrating compliance with affected source-wide annual emission limitations.

When a CT is operating in transient mode, SO, emissions shall be calculated by conducting
a material balance on sulfur; VOC emissions and PM-10 emissions shall be calculated by
multiplying the pollutant's time-averaged emission rate found in Appendix D of this permit by
the number of hours of CT transient mode operation. These emissions shall be used in the
calculation to demonstrate compliance with the affected source-wide annual emission
limitations.

(9 VAC 5-80-490 B & C and Condition 34 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB - Continuous Emission
Monitoring System (CEMS) Data Substitution — Annual Emissions Calculations — In
the event of missing or invalid NOyx or CO hourly CEMS data and for the purpose of
calculating rolling annual emissions, the permittee shall substitute the emission rate in
Appendix D for the missing NOx or CO CEMS data. The permittee shall identify the
operating mode of the CT/HRSG with DB and refer to Appendix D of this permit to obtain the
appropriate NOx or CO emission rate. The emission rate selected shall replace the missing
data for the purpose of calculating the rolling consecutive 365 day annual emission
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calculation. This CEMS data substitution procedure is neither appropriate for nor applicable
to the NOx emissions trading program.
(9 VAC 5-80-490 and Condition 42 from the July 10, 2014 NSR Permit)

Fuel Burning Equipment - CT/HRSG with DB - Continuous Opacity Monitoring
Systems (COMS) — A Continuous Opacity Monitoring Systems (COMS), meeting the design
specifications of 40 CFR Part 60, Appendix B, shall be installed to measure and record the
opacity of emissions from each CT/HRSG with DB. The COMS shall be located
downstream of the DB and SCR control device. Except where otherwise indicated in this
permit, the COMS shall be installed, calibrated, maintained, audited and operated in
accordance with the requirements of 40 CFR 60.13, 40 CFR 60 Subpart Db, and 40 CFR 60
Appendix B. Data shall be reduced to six-minute averages.

The Regional Air Compliance Manager of the DEQs NRO shall be notified in writing at least
thirty days prior to the demonstration of COMS performance. Subsequent similar notification
requirements are to be submitted to the Regional Air Compliance Manager of the DEQs
NRO.

(9 VAC 5-80-490 B & C and Condition 44 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment - CT/HRSG with DB - Continuous Emission Monitoring
System (CEMS) and the Continuous Opacity Monitoring Systems (COMS) -~ The
COMS, NOx CEMS, O, CEMS, and CO CEMS required by this permit shall meet a minimum
data capture of 95 percent of the affected source operating hours, calculated monthly, on a
twelve (12) consecutive month rolling period.

(9 VAC 5-80-490 B & C and Condition 46 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment — HRSG with DB NOyx CEM Compliance Demonstration — The
permittee shall use the 40 CFR 75 compliant NOx CEMS to monitor the NOy emissions
generated by each HRSG DB (ID#s i-B and I-B). The NOx CEMS shall be operated and
data recorded during all periods of operation of the HRSG DB (ID#s I-B and 1I-B) except for
CEMS breakdowns and repairs. Data shall be recorded during calibration checks, and zero
and span adjustments; however data during these checks and adjustments shall not be
used in calculating emissions.

The NOyx CEMS results shall be reported in units of Ib/million Btu heat input and shall be
used to calculate the average 1-hour NOx emission rate of each HRSG DB (ID#s I-B and |-
B). Atleast 2 data points must be used to calculate each 1-hour average.

(9 VAC 5-50-410 Subpart Db and 40 CFR 60.48b (c & d)

The NOx CEMS required by this permit shall meet a minimum data capture of 75% of the
operating hours in each HRSG DB (ID#s I-B and 1I-B) steam generating unit operating day,
in at least 22 out of 30 successive HRSG DB (ID#s I-B and II-B) steam generating unit
operating days.

A "steam generating unit operating day" means a 24-hour period between 12:00 midnight
and the following midnight during which any fuel is combusted at any time in the HRSG with
DB (steam generating unit). 1t is not necessary for fuel to be combusted continuously for the
entire 24-hour period.
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When NOyx CEMS data is not obtained due to CEMS breakdown, repairs, calibration checks
and zero and span adjustments, emission data will be obtained by using standby monitoring
systems, Method 7, Method 7A, or other approved reference methods to provide the
minimum NOyx emissions data capture rate identified in this condition.

(9 VAC 5-80-490 B & C and Condition 40, 47, and 52 of the July 10, 2014 NSR Permit)

31. Fuel Burning Equipment - CT/HRSG with DB — Continuous Opacity Monitoring
Systems (COMS) — At the discretion of the Board, the COMS monitors required by this
permit, the COMS data, and the quality assurance data may be used to determine
compliance with the opacity standards. Each COMS is subject to such data capture
requirements and/or quality assurance requirements as specified in this permit and as may
be deemed appropriate by the Board. (For each COMS use 40 CFR 60.13 and 40 CFR 60,
Appendix B and F.)

(9 VAC 5-80-490 B & C and Condition 45 of the July 10, 2014 NSR Permit)

32. Fuel Burning Equipment Requirements — CT — Monitoring — Water to Fuel Ratio
Monitoring — A continuous monitoring system (CMS) shall be installed to measure and
record the hourly water consumption of each CT. The permittee shall determine the
average hourly ratio of water to numbers 1 and 2 distillate fuel oil burned in each CT. The
system shall be accurate to within £5% and shall be approved by the Regional Air
Compliance Manager of the DEQs NRO. The monitoring system shall be operated at all
times that water is being injected into the CT. The water injection system shall be
maintained and calibrated in accordance with manufacturer’s specifications. A thirty day
notification prior to the demonstration of continuous monitoring system performance and
subsequent notification requirements are to be submitted to the Regional Air Compliance
Manager of the DEQs NRO.

(9 VAC 5-80-490 E and Condition 43 of the July 10, 2014 NSR Permit)

Recordkeeping:

33. Fuel Burning Equipment - CT/HRSG with DB - Recordkeeping — On Site Records —
The permittee shall maintain records of all emissions data and operating parameters
necessary to demonstrate compliance with this permit and to support the reporting
requirements specified in 40 CFR 60. The content and format of such records shall be
arranged with the Regional Air Compliance Manager of the DEQs NRO. The records shall
include, but are not limited to:

CT Records - 9 VAC 5-50-410 Subpart GG

a. The hourly water injection rate and hourly fuel consumption rate of each CT; in
accordance with Applicability Determination Index (ADI) Control Number 0200080, item
4, (see Appendix E) the hourly water injection rate need not be recorded or reported if
the CT NOx CEMS required by this permit is maintained in accordance with 40 CFR Part
75 and is fully compliant with 40 CFR 75 and Part 75 data substitution procedures;

b. The requirement to calculate, record, and report the hourly water-to-fuel ratio of water
and fuel consumed by each CT (ID#s I-A and 1I-A) when burning fuel oil is waived,
provided the CT NOyx CEMS required by this permit is maintained in accordance with 40
CFR Part 75 and is fully compliant with 40 CFR 75 and Part 75 data substitution
procedures;
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Hourly average of CEMS measurements for NOy, O,, and CO emissions from each CT
or CT/HRSG with DB;

Records of the sulfur content of fuel combusted in the CT. Records shall be maintained
for each occasion the fuel sulfur content is monitored.

HRSG DB Records - 9 VAC 5-50-410 Subpart Db

e.

Records of the amount of each fuel combusted in each HRSG with DB on a daily basis.
The permittee shall calculate and record the annual capacity factor of each HRSG with
DB on a 12-month rolling basis for each fuel burned. A new annual capacity factor shall
be calculated at the end of each calendar month.

Records of CT/HRSG with DB opacity measurement obtained by the COMS and by
Method 9 opacity observations.

Records of numbers 1 and 2 distillate fuel oil supplier certifications for all numbers 1 and
2 distillate fuel oil burned in the HRSG with DB. Numbers 1 and 2 distillate oil burned in
the HRSG with DB need not meet the fuel nitrogen content specification defined in 40
CFR 60.41.b (ASTM D396 (or other approved applicable ASTM method, incorporated in
40 CFR 60 by reference) for numbers 1 or 2 distillate fuel oil).

NOx CEMS data recorded and reported for each HRSG with DB shall not include data
substitution based on the missing data procedures in 40 CFR 75 Subpart D, nor shall the
data substitution include data that has been bias adjusted according to the procedures of
40 CFR 75.

Daily records of the following information for each HRSG with DB steam generating unit
operating day. Quarterly reports containing the information shall be submitted to the
Regional Air Compliance Manager of the DEQs NRO and the EPA, postmarked no later
than the 30th day following the end of the calendar quarter:

i. Calendar date.

ii. The average hourly NOx emission rates (expressed as NO,) (Ib/million Btu heat
input) measured or predicted.

ii. The 30-day average NOyx emission rate (Ib/million Btu heat input) calculated at the
end of each steam generating unit operating day from the measured NOx emission
rates for the preceding 30 steam generating unit operating days.

iv. ldentification of the steam generating unit operating days when the calculated 30-day
average NOy emission rates are in excess of the nitrogen oxides emission limit for
each HRSG with DB. Include the reasons for such excess emissions as well as a
description of corrective actions taken.

v. ldentification of the steam generating unit operating days for which pollutant data
have not been obtained, including reasons for not obtaining sufficient data and a



Dominion Virginia Power — Gordonsville Power Station
August 7, 2014

Permit Number: NRO40808

Page 23 of 86

description of corrective actions taken.

vi. ldentification of the times when emission data have been excluded from the
calculation of average emission rates and the reasons for excluding data.

vii. Identification of 'F' factor used for calculations, method of determination, and type of
fuel combusted.

viil. Identification of the times when the pollutant concentration exceeded full span of the
continuous monitoring system.

ix. Description of any modifications to the continuous monitoring system that could
affect the ability of the continuous monitoring system to comply with Performance
Specifications.

X. Results of CEMS drift tests and quarterly accuracy assessments.

CT or CT/HRSG DB Records

j.

Records of pounds/hour emissions of SO, for each CT and each CT HRSG/DB,
calculated hourly. Calculations shall be based on the amount of fuel burned and the
sulfur content. The permittee shall maintain supporting data on a daily basis and a
sample calculation on an annual basis.

HRSG DB Records

K.

Records of each instance where a CT and its associated HRSG with DB do not burn the
same type fuel during periods of normal operation.

Facility Records

m.

Records of each replacement or addition of SCR catalyst.

The permittee shall calculate and document excess emissions resulting from CT start-up
(including LLE) operations that last more than 6 hours.

Records of the quantity of natural gas and numbers 1 and 2 distillate fuel oil burned in
each CT (ID#s I-A and 1I-A), and HRSG DB (ID#s I-B and 1I-B), on a daily basis. The

annual quantity (volume) of natural gas and numbers 1 and 2 distillate fuel oil burned

facility-wide shall be calculated and recorded daily on a 365 day rolling basis.

Records of hourly heat input (MMBtu/hr) to each HRSG DB.

Monitoring results of each test to determine sulfur content (grains sulfur/100 dscf natural
gas) and the HHV of the natural gas, and the date the test was performed.

Records of the numerical results of each natural gas sulfur content test (grains/100 dscf)
or the 365 consecutive day rolling average of the natural gas sulfur content, calculated
daily. Results of daily 365 consecutive day rolling average of natural gas sulfur content
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shall be calculated and recorded starting with the first test result that demonstrates the
sulfur content of the natural gas is greater than 0.5 grains/100 dscf. The 365
consecutive day rolling average shall be calculated and recorded daily until the annual
average drops below 0.5 grains/100 dscf.

Date of test, test method used, and test results for HHV and sulfur content of the as-fired
numbers 1 and 2 distillate fuel oil. The permittee shall obtain and maintain certifications
of as-fired numbers 1 and 2 distillate fuel oil sulfur content and HHV as determined by
the permittee, a service contractor retained by the permittee, the fuel oil vendor or other
DEQ approved agency.

Record the 'F' factor or the volume of stack gases used to convert NOx and CO CEMS
concentrations to mass emission rates, method of determination, and type of fuel
combusted.

Records of continuous monitoring system (CEMS and COMS) calibrations and
calibration checks, data capture percentages for the CT/HRSG DB CEMS and COMS,
data capture percentages for the HRSG DB CEMS, and continuous monitoring system
quality assurance checks.

For each CT and HRSG DB, maintain daily records of each emission unit's operating
mode, as defined in Appendix C, and records of the number of hours of operation in
each operating mode.

Results of all stack tests and visible emission evaluations

Scheduled and unscheduled maintenance and operator training.

All of the preceding records shall be available for inspection by the DEQ and shall be current
for the most recent five years.

(9 VAC 5-50-50, 9 VAC 5-80-490, 40 CFR 60, Subpart Db, 40 CFR 75, and Condition 55,
56, and 62 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — HRSG with DB — Recordkeeping — Fuel
Certification — The permittee shall obtain a certification from the fuel supplier with each
shipment of Numbers 1 and 2 distillate fuel oil. Each fuel supplier certification shall include
the following for all Numbers 1 and 2 distillate fuel oil burned in the HRSG with DB:

a.

b.

The name of the fuel supplier;
The date on which the Numbers 1 and 2 distillate fuel oil was received;

The quantity of Numbers 1 and 2 distillate fuel oil delivered in the shipment;

. A statement that the Numbers 1 and 2 distillate fuel oil complies with the American

Society for Testing and Materials specification D396 (or other approved applicable
ASTM method, incorporated in 40 CFR 60 by reference) for Numbers 1 and 2 fuel oil;
and
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e. The sulfur content of the numbers 1 and 2 distillate fuel cil.

ltem e. shall be determined and certified for each shipment of numbers 1 and 2 distillate fuel
oil when fuel supplier certification is used to comply with fuel sulfur content requirements of
9 VAC 5-50-410 (40 CFR 60 Subpart Db).

Prior to changing to or from permittee analysis of as-fired distillate fuel oil sulfur content
versus fuel supplier certification of distillate fuel oil sulfur content, the permittee shall obtain
approval from the Regional Air Compliance Manager of the DEQs NRO to change the
method of demonstrating compliance with item e. above.

Numbers 1 and 2 distillate fuel oil sulfur content shall be determined by following procedures
identified in ASTM D 2880 (or other approved applicable ASTM method, incorporated in 40
CFR 60 by reference). If an alternative procedure is used to determine sulfur content in the
distillate fuel oil, the procedure shall be submitted for approval by the Regional Air
Compliance Manager of the DEQs NRO prior to firing the Numbers 1 and 2 distillate fuel oil.

For the purposes of item e. above and for the purpose of 9 VAC 5-50-410 Subpart Db, the
Numbers 1 and 2 distillate fuel oil sulfur content must be 0.05 percent or less by weight.
When the permittee tests as-fired numbers 1 and 2 distillate fuel oil for sulfur content, the
permittee shall record and certify the sulfur content test results or obtain documentation and
certification of the test results from the testing laboratory. For the purposes of 9 VAC 5-50-
410 Subpart Db, the numbers 1 and 2 distillate fuel oil need not meet the fuel nitrogen
content specification of 0.05 or less weight percent nitrogen.

These records shall be available on site for inspection by DEQ personnel. These records
shall be kept on file for the most current five year period.

(9 VAC 5-80-490, 40 CFR 60, Subpart Db, and Condition 25 of the July 10, 2014 NSR
Permit)

Reporting:

35.

36.

37.

Fuel Burning Equipment Requirements — HRSG with DB — Reporting — The permittee
shall report each hour in which the actual combined heat input of all HRSG with DB exceeds
249.9 million Btu/hr. The report shall be submitted within four business hours and shall
include the time and duration when the sum of the emission units heat input exceed 249.9
million Btu/hr, the type of fuel consumed by each emission unit, the rate of fuel consumption
(actual volume of fuel consumed per hour), and the HHV of the fuel (per unit volume).

(9 VAC 5-50-50, 9 VAC 5-80-490, and Condition 58 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — HRSG with DB - Reporting — For each
quarter, submit a report on the SCR system operations. The report shall include statements
of each replacement or addition of SCR catalyst. Details are to be arranged with the
Regional Air Compliance Manager of the DEQs NRO.

(9 VAC 5-50-50, 9 VAC 5-80-490, and Condition 63.h of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB — Reporting — For each
month in the quarter, report each period during which an lce Fog exemption provided in 40
CFR 60.332(f) is in effect. For each ice fog exemption, report the ambient conditions
(including temperature and barometric pressure), the date and time the air pollution control
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system was deactivated, and the date and time the air poliution control system was
reactivated.
(9 VAC 5-80-490, and Condition 61.b of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB - Reporting — For each
month in the quarter, report, as required in 40 CFR 60.7(c), each period during which an
emergency fuel exemption provided in 40 CFR 60.332(k) is in effect. For each emergency
fuel exemption, report the type, reasons, and duration of the firing of the emergency fuel.
(9 VAC 5-50-50, 9 VAC 5-80-490, and Condition 61.c of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — HRSG with DB — Reporting — For each month
of the calendar quarter report the annual capacity factor for each fuel burned in each HRSG
with DB. The annual capacity factor is determined on a rolling 12-month basis.

(9 VAC 5-50-50, 9 VAC 5-80-490, and Condition 62.a of the January 31, 2013 NSR Permit)

Fuel Burning Equipment Requirements — HRSG with DB — Reporting — The daily
records maintained for each HRSG with DB steam generating unit operating day, as
contained in the record keeping section of this permit.

(9 VAC 5-50-50, 9 VAC 5-80-490, and Condition 62.b of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — HRSG with DB — Reporting — If numbers 1
and 2 distillate oil was received during the calendar quarter, the quarterly report shall include
a certified signed statement from the permittee that states the fuel supplier certifications
(maintained at the affected source) represent all of the distillate oil burned in the HRSG with
DB or represent all of the distillate oil received at this affected source during the quarter.
The certified statement shall indicate whether all the numbers 1 and 2 distillate fuel oil
burned at this affected source or in the HRSG with DB meets the definition of distillate oil as
defined 40 CFR 60 Subparts Db. The statement shall include the name of the numbers 1
and 2 distillate fuel oil supplier(s) and the test method used to determine sulfur content.

(9 VAC 5-50-50, 9 VAC 5-80-490, and Condition 62.c of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — HRSG with DB — Reporting — If no shipments
of numbers 1 and 2 distillate fuel oil were received during the calendar quarter, the quarterly
report shall include a statement that no distillate oil was received during the calendar
quarter.

(9 VAC 5-50-50, 9 VAC 5-80-490, and Condition 62.d of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — HRSG with DB — Reporting — For each month
in the quarter, report each hour in which the actual heat input sum of the HRSG with DB
exceeds 249 MMBtu/hour. The quarterly report shall include the following for each
occurrence:

a. The type of fuel consumed by each emission unit,

b. The actual heat inyput rate and actual rate of fuel consumption (actual volume fuel
consumed per hour) for each emissions unit, and

c. The HHV of the fuel (Btu per volume fuel).
(9 VAC 5-50-50, 9 VAC 5-80-490, and Condition 63.a of the July 10, 2014 NSR Permit)
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Fuel Burning Equipment Requirements — CT/HRSG with DB — Reporting — For each
month of the quarter, report each instance where a CT and its associated HRSG with DB do
not burn the same type fuel.

(8 VAC 5-50-50, 9 VAC 5-80-490, and Condition 63.f of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB - Reporting — For each
month of the quarter, report each day when the calculated hourly SO, emission rate
exceeds the SO, emission limit for each CT or CT/HRSG with DB. The report shall include
the calculated emission rate, type of fuel burned, and the time and duration of the
exceedance.

(9 VAC 5-50-50, 9 VAC 5-80-490, and Condition 63.g of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB - Reporting ~ For each
month in the quarter, report each occasion when the measured HHV of the natural gas is
less than 967 Btu/scf. Records shall include the test date, measured HHV, fuel sulfur
content, the quantity of natural gas burned, and the hours of emission unit operation since
the natural gas was previously tested for its HHV.

(9 VAC 5-50-50, 9 VAC 5-80-490, and Condition 63.m of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — CT/HRSG with DB — Reporting — For each
month in the quarter, report each occasion when the measured HHV of the distillate fuel oil
is less than 132,000 Btu/galion. Records shall include the test date, measured HHV, fuel
sulfur content, the quantity of distillate oil burned, and the hours of emission unit operation
since the distillate oil was previously tested for its HHV.

(9 VAC 5-50-50, 9 VAC 5-80-490, and Condition 17 of the July 10, 2014 NSR permit)

Fuel Burning Equipment - CT/HRSG with DB ~ Continuous Emission Monitoring and
Continuous Monitoring System — Quarterly Report — Excess Emission Reporting —
The permittee shall furnish written reports to the Regional Air Compliance Manager of the
DEQs NRO of excess emissions from any process monitored by a continuous monitoring
system on a quarterly basis, postmarked no later than the 30th day following the end of the
calendar quarter. These reports shall include, but are not limited to the following
information:

a. The magnitude of excess emissions, any conversion factors used in the calculation of
excess emissions, and the date and time of commencement and completion of each
period of excess emissions;

b. Specific identification of each period of excess emissions that occurs during startups
(including LLE), shutdowns, and malfunctions of the process, the nature and cause of
the malfunction (if known), the corrective action taken or preventative measures
adopted;

c. The date and time identifying each period during which the continuous monitoring
system was inoperative except for zero and span checks and the nature of the system
repairs or adjustments; and
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. When no excess emissions have occurred or the continuous monitoring systems have
not been inoperative, repaired or adjusted, such information shall be stated in that
report.

For each month in the quarter, report each hour in which a CT or CT/HRSG with DB
hourly NOx (as NO,) permit limit is exceeded. The report shall include the following for
each excess emission of NOy: start time, end time, duration, emission units involved,
actual NOx emission in ppmvd @ 15% O, for CT, actual NOx emission in pounds/MMBtu
for HRSG with DB, average water-to-fuel ratio of the CT (ratio not required provided the
CT NOx CEMS required by this permit is maintained in accordance with 40 CFR Part 75
and is fully compliant with 40 CFR 75 and Part 75 data substitution procedures), fuel
type, fuel consumption rate, actual weather conditions (temperature and barometric
pressure), and CT load.

In accordance with Applicability Determination Index (ADI) Control Number 0200080,
item 4 (see Appendix E), the average hourly water-to-fuel ratio of each CT need not be
calculated, recorded or reported if the CT NOx CEMS required by this permit is
maintained in accordance with 40 CFR Part 75 and is fully compliant with 40 CFR 75
and Part 75 data substitution procedures.

For each month in the quarter, report each day in which a CT or CT/HRSG with DB CO
permit limit is exceeded. The report shall include the following for each excess emission
of CO: start time, end time, duration, emission unit(s) involved, actual CO emissions in
ppmvd @ 15% O, and lbs CO/hour/unit, fuel type, fuel consumption rate, and CT load.

For each month in the quarter, report each day in which a CT or CT/HRSG with DB
opacity limit is exceeded, including periods of startup (including LLE), shutdown, or
malfunction. The report shall include the following for each excess emission of opacity:
start time, duration, emission units involved, actual opacity reading(s), fuel type and
consumption rate, CT load, and corrective action taken. Excess opacity emissions for
the CT and CT/HRSG with DB are defined as all 6-minute periods during which the
average opacity exceeds the opacity standard. The quarterly report shall include a
monitoring system downtime report and/or summaries in accordance with 40 CFR 60.7
(c) and (d), and 40 CFR 75.

HRSG with DB — For each day in the quarter, report any excess emissions of NOx
generated by each HRSG with DB. Excess emissions are defined as each calculated
30-day rolling average NOx emission rate which exceeds the NOx emission limit
contained in this permit for HRSG with DB.

The permittee shall report all excess opacity and the percentage of operating hours for
which opacity monitoring data have not been obtained. If no excess opacity occurred or
no opacity monitoring data were obtained for all operating hours during the reporting
period, the quarterly report shall contain a statement as such.

Report any daily period when the sulfur content of the natural gas or numbers 1 and 2
distillate fuel oil fired in the CT exceeds 0.8 percent.

(9 VAC 5-50-50, 9 VAC 5-80-490 E, 40 CFR 60, Subpart Db, 40 CFR 60, Subpart GG,
40 CFR 75, and in this, 60, 61, and 63 of the July 10, 2014 NSR Permit)
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Fuel Burning Equipment — Caterpiilar C175-16 diesel engine generator set

Limitations:

49. Fuel Burning Equipment Requirements ~ Diesel Engine generator Set — Operation
Limitations — The diesel engine generator set shall not operate more than 250 hours per
year, calculated monthly as the sum of each consecutive 12 month period. Compliance for
the consecutive 12 month period shall be demonstrated monthly by adding the total for the
most recently completed calendar month to the individual monthly totals for the preceding 11
months.

(9 VAC 5-80-490 B & C and Condition 12 of the July 10, 2014 NSR Permit)

50.

Fuel Burning Equipment Requirements — Diesel Engine generator Set — Operation
Limitations — The diesel engine generator set shall only be operated in the following

modes:

a. In situations that arise from sudden and reasonably unforeseeable events where the
primary energy or power source is disrupted or disconnected due to conditions beyond
the control of an owner or operator of a affected source including:

ii.

A failure of the electrical grid;
On-site disaster or equipment failure; or

Public service emergencies such as flood, fire, natural disaster, or severe weather
conditions.

b. For participation in an ISO-declared emergency, where an ISO emergency is:

V.

An abnormal system condition requiring manual or automatic action to maintain
system frequency, to prevent loss of firm load, equipment damage, or tripping of
system elements that could adversely affect the reliability of an electric system or the
safety of persons or property;

Capacity deficiency or capacity excess conditions;

ii. A fuel shortage requiring departure from normal operating procedures in order to

minimize the use of such scarce fuel;

Abnormal natural events or man-made threats that would require conservative
operations to posture the system in a more reliable state; or

An abnormal event external to the ISO service territory that may require SO action.

c. For periodic maintenance, testing, and operational training.
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Total emissions for any 12 month period is calculated as the sum of all emissions from
operations under the scenarios above, shall not exceed the limits stated in Condition 89 of
this permit.

(9 VAC 5-80-490 B & C and Condition 11 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — Diesel Engine generator Set — Operation
Limitations — As of the date of this permit, the diesel engine generator set is considered an
affected source for the purposes of 40 CFR 60 Subpart llll. See Section entitled “Standards
of Performance for Stationary Compression Ignition Internal Combustion Engines (NSPS -
40 CFR 60, Subpart li)" of this permit for the 40 CFR 60 Subpart lill requirements for the
emergency engines.

(9 VAC 5-80-490 and 40 CFR 60, Subpart liii)

Fuel Burning Equipment Requirements — Diesel Engine generator Set — Operation
Limitations — As of the date of this permit, the diesel engine generator set is considered an
affected source for the purposes of 40 CFR 63 Subpart ZZZZ. See Section entitled
“National Emissions Standards for Hazardous Air Pollutants for Stationary

Reciprocating Internal Combustion Engines (RICE MACT — 40 CFR 83 Subpart ZZZZ7)" of
this permit for the RICE MACT requirements for the emergency engines.

(9 VAC 5-80-490 and 40 CFR 63 Subparts A and ZZZZ)

Fuel Burning Equipment Requirements — Diesel Engine Generator Set — Fuel
Limitations — The diesel engine generator set shall consume no more than 53,300 gallons
of diesel fuel per year, calculated monthly as the sum of each consecutive 12 month period.
Compliance for the consecutive 12 month period shall be demonstrated monthly by adding
the total for the most recently completed calendar month to the individual monthly totals for
the preceding 11 months.

(9 VAC 5-80-490 B & C and Condition 21 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — Diesel Engine Generator Set — Emission
Limitations — Emissions from the diesel engine generator set shall be controlled by the
following:

a. Nitrogen oxides (as NO,) emissions from the diesel engine generator set shall be
controlled by electronic fuel injection, turbocharged engine and after-cooler.

b. Sulfur Dioxide (SO,) emissions from the diesel engine generator set shall be controlled
by the use of ultra low sulfur diesel fuel oil with a sulfur content not to exceed 0.0015%
by weight (15 ppm).

c. Visible emissions, carbon monoxide (CO) and volatile organic compounds (VOC)
emissions from diesel engine generator Set shall be controlled by the use of good
operating practices and performing appropriate maintenance in accordance with the
manufacturer recommendations. In addition, the permittee may only change those
settings that are permitted by the manufacturer and does not increase air emissions from
the engine.

(9 VAC 5-80-490 B & C and Condition 2 of the July 10, 2014 NSR Permit)
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Fuel Burning Equipment Requirements — Diesel Engine Generator Set — Emission
Limitations — Hourly Emissions from the operation of the diesel engine generator set shall
not exceed the limits specified below:

Each Unit
Nitrogen Oxides (as NO,) 58.5 Ibs/hr
Carbon Monoxide (CO) 7.68 lbs/hr

The hourly emissions are derived from the manufacturer’s data at maximum design capacity
of the diesel engine. Compliance with the hourly NOyx emission limits may be based on
testing if required by the DEQ.

(9 VAC 5-80-490 B & C and Condition 28 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — Diesel Engine Generator Set — Emission
Limitations - Visible emissions from the diesel engine generator set exhaust shall not
exceed ten (10) percent opacity except during one 6-minute period in any one hour in which
visible emissions shall not exceed twenty (20) opacity as determined by EPA Method 9
(reference 40 CFR 60, Appendix A). This condition applies at all times except during
startup, shutdown, and malfunction.

(9 VAC 5-80-490 B & C and Condition 36 of the July 10, 2014 NSR Permit)

Monitoring:

57.

58.

Fuel Burning Equipment Requirements — Diesel Engine generator Set — Monitoring —
A continuous monitoring system shall be installed to measure the hourly consumption of
diesel fuel (in gallons/hour) by the diesel engine generator set.

(9 VAC 5-80-490 B & C and Condition 48 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — Diesel Engine generator Set — Monitoring —
The diesel engine generator set shall be equipped with a non-resettable hour metering
device to monitor the operating hours. The non-resettable hour meter used to continuously
measure the hours of operation for the diesel engine generator set shall be observed by the
owner with a frequency of not less than once each day the diesel engine generator set is
operated. The owner shall keep a log of these observations.

The monitoring device shall be installed, maintained, calibrated (as appropriate) and
operated in accordance with approved procedures which shall include, as a minimum, the
manufacturer's written requirements or recommendations. The monitoring device shall be
provided with adequate access for inspection and shall be in operation when the diesel
engine generator set is operating.

(9 VAC 5-80-490 and Condition 8 of the July 10, 2014 NSR Permit)

Recordkeeping:

59.

Fuel Burning Equipment Requirements — Diesel Engine generator Set -
Recordkeeping — The permittee shall maintain records of emission data and operating
parameters as necessary to demonstrate compliance with this permit and to support the
reporting requirements specified in 40 CFR 60. The content and format of such records
shall be arranged with the Regional Air Compliance Manager of the DEQs NRO. These
records shall include, but are not limited to:
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Annual hours of operation of the diesel engine generator set, calculated monthly as the
sum of each consecutive 12 month period. Compliance for the consecutive 12 month
period shall be demonstrated monthly by adding the total for the most recently
completed calendar month to the individual monthly totals for the preceding 11 months.

Annual consumption of diesel fuel by the diesel engine generator set, calculated monthly
as the sum of each consecutive 12 month period. Compliance for the consecutive 12
month period shall be demonstrated monthly by adding the total for the most recently
completed calendar month to the individual monthly totals for the preceding 11 months.

Using DEQ approved emission factors, the permittee shall calculate and record NOx,
CO, SO,, VOC and PM-10 emissions generated by the diesel engine generator set, on a
monthly basis.

All fuel supplier certifications

Engine information including make, model, serial number, model year, maximum engine
break horsepower (bhp), and engine displacement for the diesel engine generator set.

The manufacturer’s written operating instructions or procedures developed by the
owner/operator that are approved by the engine manufacturer for the diesel engine
generator sei.

Records of the reasons for operation of the diesel engine generator set, including, but
not limited to, the date and cause of operation (cause of the emergency).

(8 VAC 5-80-490 and Condition 56 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — Diesel Engine generator Set —
Recordkeeping — The permittee shall obtain a certification from the fuel supplier with each
shipment of Ultra Low Sulfur Diesel fuel. Each fuel supplier certification shall include the
following:

a

b.

. The name of the fuel supplier;

The date on which the diesel fuel was received;
The guantity of diesel fuel delivered in the shipment;

A statement that the diesel fuel complies with the American Society for Testing and
Materials specifications (ASTM D975) for S15 diesel fuel oil; and

The sulfur content of the diesel fuel.

Fuel sampling and analysis, independent of that used for certification, as may be
periodically required or conducted by DEQ may be used to determine compliance with
the fuel specifications stipulated in Condition 69. Exceedance of these specifications
may be considered credible evidence of the exceedance of emission limits.

(9 VAC 5-80-490 and Condition 26 of the July 10, 2014 NSR Permit)
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Testing:

61.

62.

Fuel Burning Equipment Requirements — Diesel Engine generator Set — Testing —
Upon request by the DEQ, the permittee shall conduct a VEE on the diesel engine generator
set to demonstrate compliance with the visible emission limits contained in this permit. The
details of the VEE shall be arranged with the Regional Air Compliance Manager of the

DEQs NRO.

(9 VAC 5-50-30, 9 VAC 5-80-490, and Condition 53 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — Diesel Engine Generator Set — Testing — If
testing is conducted in addition to the monitoring specified in this permit, the permittee shall
use the appropriate method(s) in accordance with procedures approved by the DEQ.

(9 VAC 5-80-490)

Reporting:

63.

Fuel Burning Equipment Requirements - Diesel Engine Generator Set — Reporting —
The permittee shall submit reports to the Regional Air Compliance Manager of the DEQs
NRO, within 30 days after the end of each quarterly period. Each quarterly report shall
include the dates covered in the report and shall report each day that the rolling 365
consecutive day sum of diesel fuel burned in the diesel engine generator set exceeds the
permitted annual fuel throughput limitation.

(9 VAC 5-80-490 and Condition 64 of the July 10, 2014 NSR Permit)

Standards of Performance for Stationary Compression Ignition Internal Combustion
Engines (NSPS — 40 CFR 60, Subpart llil)

64.

65.

Fuel Burning Equipment Requirements — Diesel Engine generator Set — Operation
Limitations (Ilil) — The permittee shall operate and maintain the diesel engine generator set
and associated control devices in accordance with the manufacturer’s written instructions or
procedures developed by the permittee that are approved by the engine manufacturer. The
permittee may only change those settings that are permitted by the manufacturer and does
not increase air emissions. The diesel engine generator set shall be certified to the
emission standards in 40 CFR 60.4205(b), and for the same model year and maximum
engine power. The engine must be installed and configured according to the manufacturer's
specifications, at a minimum. The permittee shall operate the engine according to the
emission standards as required in 40 CFR 60.4205 over the entire life of the engine.

(9 VAC 5-80-490 B & C, 40 CFR 60.4208, 40 CFR 60.4211(a) and (c), 40 CFR 63.6605,
and Condition 10 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — Diesel Engine generator Set — Operation
Limitations (llil) — The permittee shall operate and maintain the diesel engine generator set
according to the emission standards as required in 40 CFR 60.4205 over the entire life of
the engine. These emission limits shall be equal to or less than;

a. NMHC + NOx — 6.4 g/kW-hr

b. CO - 3.5 g/kW-hr
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c. PM-0.20 g/kW-hr
d. 20 % opacity during acceleration mode
e. 15 % opacity during lugging mode

f. 50 % during the peaks in either the acceleration or lugging modes
(9 VAC 5-80-490 and 40 CFR 60.42086)

Fuel Burning Equipment Requirements — Diesel Engine generator Set — Operational
Limitations (Hll)

a. The emergency diesel engine generator set may be operated for emergency demand
response

b. The emergency stationary diesel engine generator set may be operated for the purpose
of maintenance checks and readiness testing, provided that the tests are recommended
by Federal, State or local government, the manufacturer, the vendor, the regional
transmission operator, or the insurance company associated with the engine.
Maintenance checks and readiness testing of such units is limited to 100 hours per year.

c. The owner or operator may petition the Administrator for approval of additional hours to
be used for maintenance checks and readiness testing, but a petition is not required if
the owner or operator maintains records indicating that Federal, State, or local standards
require maintenance and testing of emergency ICE beyond 100 hours per year.

d. The emergency diesel engine generator set may be operated for emergency demand
response up to 50 hours per year in non-emergency situations, but those 50 hours are
counted towards the 100 hours per year provided for maintenance and testing. The 50
hours per year for non-emergency situations cannot be used for peak shaving or to
generate income for a facility to supply power to an electric grid or otherwise supply non-
emergency power as part of a financial arrangement with another entity. For owners and
operators of emergency engines, any operation other than emergency operation,
maintenance and testing, and operation in non-emergency situations for 50 hours per
year, as permitted in this section, is prohibited.

(9 VAC 5-80-490 and 40 CFR 60.4211(f))

Fuel Burning Equipment Requirements — Diesel Engine Generator Set — Fuel
Limitations (llll}) — The approved fuel for the diesel engine generator set is ultra low-sulfur
diesel (ULSD) fuel. The ULSD fuel shall meet the ASTM D975 specification for S15 diesel
fuel oil with maximum sulfur content per shipment of 0.0015%. A change in the fuel may
require a permit to modify and operate. Beginning October 1, 2010, owners and operators
of stationary Cl ICE subject to 40 CFR 60, Subpart llil with a displacement of less than 30
liters per cylinder must purchase diesel fuel that meets the requirements of 40 CFR
80.510(b) for non-road diesel fuel.

(9 VAC 5-80-490 B & C, 40 CFR 60.4207(b), and Condition 13 of the July 10, 2014 NSR
Permit)
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National Emissions Standards for Hazardous Air Pollutants for Stationary Reciprocating
Internal Combustion Engines (RICE MACT - 40 CFR 63, Subpart ZZ27)

68.

Fuel Burning Equipment Requirements — Diesel Engine Generator Set — Operation
Limitations (ZZZZ) — The emergency diesel engine generator set shall show compliance
with 40 CFR Part 83 Subpart ZZZZ by demonstrating compliance with 40 CFR Part 60
Subpart I, with “emergency” being defined as stated in 40 CFR 63.6675.

(9 VAC 5-80-490 and 40 CFR 63.6590(c))

Fuel Burning Equipment — Diesel Engine Driven Fire Suppression Water Pump
Limitations:

69.

70.

71.

72.

Fuel Burning Equipment Requirements — Diesel Engine Driven Fire Suppression
Water Pump — Operational Limitations — As of the date of this permit, the diesel driven fire
suppression water pump is considered an affected source for the purposes of 40 CFR 63
Subpart ZZZZ. See the section entitled “National Emissions Standards for Hazardous Air
Pollutants for Stationary Reciprocating Internal Combustion Engines (RICE MACT — 40 CFR
63, Subpart ZZZZ)" of this permit for the 40 CFR 63 Subpart ZZZZ requirements for the
emergency engines.

(9 VAC 5-80-490 and 40 CFR 63, Subparts A and ZZ2Z27)

Fuel Burning Equipment Requirements — Diesel Engine Driven Fire Suppression
Water Pump — Fuel Limitations — The approved fuel for the diesel engine emergency fire
pump is ultra low sulfur diesel (ULSD) fuel.

The ULSD fuel shall meet the ASTM D975 (or other approved applicable ASTM method,
incorporated in 40 CFR 60 by reference) specification for S15 diesel fuel oil with a minimum
sulfur content per shipment of 0.0015%. A change in the fuel may require a permit to modify
and operate.

(9 VAC 5-80-490 and Condition 13 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — Diesel Engine Driven Fire Suppression
Water Pump — Fuel Limitations — The total amount of numbers 1 and 2 distillate fuel oil
consumed by the diesel engine driven fire suppression water pump shall not exceed 700
gallons per consecutive 12 month period of non-emergency operation. This fuel
consumption limitation is applicable to non-emergency operation of the diesel engine driven
fire suppression water pump.

(9 VAC 5-80-490 B & C and Condition 20 of the July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements — Diesel Engine Driven Fire Suppression
Water Pump — Emission Limitations — Visible emissions from diesel engine driven fire
suppression water pump exhaust stack shall not exceed twenty (20) percent opacity, except
during one six-minute period per hour in which opacity shall not exceed thirty (30) percent.
The opacity standard shall apply at all times except during period of startup, shutdown, or
malfunction. When a VEE is required, details of the VEE shall be arranged with the
Regional Air Compliance Manager of the DEQs NRO.

(9 VAC 5-80-490 B & C and Condition 38 of the July 10, 2014 NSR Permit)
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Recordkeeping:

73. Fuel Burning Equipment Requirements — Diesel Engine Driven Fire Suppression
Water Pump — Recordkeeping — The permittee shall maintain records of emission data
and operating parameters as necessary to demonstrate compliance with this permit and to
support the reporting requirements of this permit. The content and format of such records
shall be arranged with the Regional Air Compliance Manager of the DEQs NRO. These
records shall include, but are not limited to:

a. Records of the amount of numbers 1 and 2 distillate fuel oil combusted by the diesel
engine driven fire suppression water pump will be tabulated on a monthly basis.

b. Using DEQ approved emission factors, the permittee shall calculate and record NOy,
CO, §0,, VOC and PM-10 emissions generated by the diesel engine, on a monthly
basis.

(9 VAC 5-80-490 and Condition 56 of the July 10, 2014 NSR Permit)

Reporting:

74. Fuel Burning Equipment Requirements — Diesel Engine Driven Fire Suppression
Water Pump - Reporting — For each month in the quarter, report each day within the
quarter when the rolling 365 consecutive day sum of numbers 1 and 2 distillate fuel oil
burned in the diesel driven fire suppression water pump exceeds the permitted annual fuel
throughput limitation.

(9 VAC 5-50-50, 9 VAC 5-80-490, and Condition 63.c of the July 10, 2014 NSR Permit)

National Emissions Standards for Hazardous Air Pollutants for Stationary Reciprocating
Internal Combustion Engines (RICE MACT - 40 CFR 63 Subpart £Z2Z7)

75. Fuel Burning Equipment Requirements — Diesel Engine Driven Fire Suppression
Water Pump — Operational Limitations (ZZZZ) - The permittee shall operate and maintain
the diesel driven fire suppression water pump and after-treatment control device (if any)
according to the manufacturer's emission-related written instructions or develop your own
maintenance plan which must provide to the extent practicable for the maintenance and
operation of the engine in a manner consistent with good air pollution control practice for
minimizing emissions.

(9 VAC 5-80-490 and 40 CFR 63.6625(e))

76. Fuel Burning Equipment Requirements — Diesel Engine Driven Fire Suppression
Water Pump — Operational Limitations (ZZZZ) — The permittee of the diesel driven fire
suppression water pump shall comply with the following applicable requirements:

a. Change oil and filter every 500 hours of operation or annually, whichever comes first.

b. Inspect air clearer every 1,000 hours of operation or annually, whichever comes first,
and replace as necessary,;

c. Inspect all hoses and belts every 500 hours of operation or annually, whichever comes
first, and replace as necessary.
(9 VAC 5-80-490 and 40 CFR 63.6603(a))
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Fuel Burning Equipment Requirements — Diesel Engine Driven Fire Suppression
Water Pump — Operational Limitations (ZZZZ) —- The diesel driven fire suppression water
pump shall be equipped with a non-resettable hour meter if one is not already installed.

(9 VAC 5-80-490 and 40 CFR 63.6625(f))

Fuel Burning Equipment Requirements — Diesel Engine Driven Fire Suppression
Water Pump — Operational Limitations (ZZZZ) - The diesel engine driven fire suppression
water pump shall be operated as follows:

a. The diesel engine generator set shall be operated and maintained according to the
manufacturer's emission-related operation and maintenance instructions; or

b. The permittee shall develop and follow their own maintenance plan which must provide,
to the extent practicable, for the maintenance and operation of the diesel driven fire
suppression water pump in a manner consistent with good air pollution control practice
for minimizing emissions.

(9 VAC 5-80-490 and 40 CFR 63.6640(a))

Fuel Burning Equipment Requirements — Diesel Engine Driven Fire Suppression
Water Pump — Operational Limitations (ZZZZ) — The permittee shall operate the diesel
engine driven fire suppression water pump according to the requirements in paragraphs 40
CFR 63.6640(f)(1) through (4) of 40 CFR 63. In order for the engine to be considered an
emergency stationary RICE under 40 CFR 83, Subpart ZZZZ, any operation other than
emergency operation, maintenance and testing, emergency demand response, and
operation in non-emergency situations for 50 hours per year, as described below, is
prohibited. If the owner/operator does not operate the engine according to the requirements
below, the engine will not be considered an emergency engine under 40 CFR 63, Subpart
2777 and must meet all requirements for non-emergency engines.

a. There is no time limit on the use of emergency stationary RICE in emergency situations.

b. The permittee may operate the emergency stationary RICE for any combination of the
purposes specified below for a maximum of 100 hours per calendar year. Any operation
for non-emergency situations as allowed by item c¢ of this condition counts as part of the
100 hours per calendar year allowed by this paragraph 40 CFR 63.6640 (f)(2).

c. Emergency stationary RICE may be operated for maintenance checks and readiness
testing, provided that the tests are recommended by federal, state or local government,
the manufacturer, the vendor, the regional transmission organization or equivalent,
balancing authority, and transmission operator, or the insurance company associated
with the engine. The owner or operator may petition the Administrator for approval of
additional hours to be used for maintenance checks and readiness testing, but a petition
is not required if the owner or operator maintains records indicating that federal, state, or
local standards require maintenance and testing of emergency RICE beyond 100 hours
per calendar year.

d. Emergency stationary RICE located at area sources of HAP may be operated for up to
50 hours per calendar year in non-emergency situations. The 50 hours of operation in



80.

Dominion Virginia Power — Gordonsville Power Station
August 7, 2014

Permit Number: NRO40808

Page 38 of 86

non-emergency situations are counted as part of the 100 hours per calendar year for
maintenance and testing and emergency demand response provided in paragraph 40
CFR 63.6640 (f)(2). The 50 hours per year for non-emergency situations cannot be used
for peak shaving or non-emergency demand response, or to generate income for a
facility to supply power to an electric grid or otherwise supply power as part of a financial
arrangement with another entity.

(9 VAC 5-80-420 and 40 CFR 63.6640(f)(1 — 4))

Fuel Burning Equipment Requirements —~ Diesel Engine Driven Fire Suppression
Water Pump — Recordkeeping (ZZZZ) — The permittee must keep records of the hours of
operation of the engine that is recorded through the non-resettable hour meter. The owner
or operator must document how many hours are spent for emergency operation; including
what classified the operation as emergency and how many hours are spent for non-
emergency operation.

(9 VAC 5-80-490 and 40 CFR 63.6655(f))

Process Equipment Requirements — Number 1 and 2 Distillate Oil Tank
Limitations:

81.

Process Equipment Requirements — Number 1 and 2 Distillate Fuel Oil Tank -
Limitations — The onsite 5,000,000 gallon fixed roof storage tank shall be used to store
numbers 1 and 2 distillate fuel oil only.

(9 VAC 5-80-490 and Condition 9 of the July 10, 2014 NSR Permit)

Recordkeeping:

82.

83.

Process Equipment Requirements — Number 1 and 2 distillate fuel oil tank —

Recordkeeping — The permittee shall maintain records at the plant site showing the
dimensions of the numbers 1 and 2 distillate fuel oil storage tank and an analysis showing
the capacity of the tank shall be maintained at the plant-site.

(9 VAC 5-80-490 and Condition 56 of the July 10, 2014 NSR Permit)

Process Equipment Requirements — Number 1 and 2 distillate fuel oil tank -
Recordkeeping — Compliance with the requirement to store only numbers 1 and 2 distillate
fuel oif only in the storage tank shall be demonstrated by obtaining and maintaining fuel
supplier certifications stating that oil delivered to the tank complies with the ASTM D396 (or
other approved applicable ASTM method, incorporated in 40 CFR 80 by reference)
definition of Numbers 1 or 2 fuel oil. The certifications stating the oil delivered to the tank is
Number 1 or 2 distillate oil demonstrates the true vapor pressure of the volatile organic liquid
stored is less than 5.14 KPa.

(9 VAC 5-80-490 and Condition 9 of the July 10, 2014 NSR Permit)

Affected Source Wide Conditions

Limitations:

84.

Affected Source Wide Conditions — Fuel Burning Equipment Requirements -
CT/HRSG with DB, Diesel Engine Driven Fire Suppression Water Pump, and Diesel
Engine Generator Set — Requirements by Reference — Except as specified in this permit,
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the affected source is to be operated in compliance with all applicable requirements of each
applicable New Source Performance Standard (NSPS) including the following:

a. 40 CFR 60, Subpart GG - Standards of Performance for Stationary Gas Turbines;

b. 40 CFR 60, Subpart Db - Standards of Performance for Industrial-Commercial-
Institutional Steam Generating Units;

c. 40 CFR 60, Subpart llll — Standards of Performance for Stationary Compression Ignition
Internal Combustion Engines;

d. 40 CFR 63, Subpart ZZZZ — National Emission Standards for Hazardous Air Pollutants
for Stationary Reciprocating Internal Combustion Engines.
(9 VAC 5-80-490 and Condition 27 of the July 10, 2014 NSR Permit)

Affected Source Wide Conditions — Fuel Limitations — Fuel Burning Equipment
Requirements — CT/HRSG with DB, Diesel Engine Driven Fire Suppression Water
Pump, and Diesel Engine Generator Set — The total amount of numbers 1 and 2 distillate
fuel oil consumed by the affected source, consisting of the two CT/HRSG with DB units and
Diesel Engine Driven Fire Suppression Water Pump, along with ultra low sulfur diesel
consumed by the diesel engine generator set shall not exceed 7.4407 x 10" gallons per
consecutive 365 day period.

(9 VAC 5-80-490 B & C and Condition 19 of the July 10, 2014 NSR Permit)

Affected Source Wide Conditions — Emission Limitations — Total affected source-wide
criteria pollutant emissions shall not exceed the limitations specified below, when summed
over any consecutive 365 day period:

Sulfur Dioxide 249.9 tons/yr
Nitrogen Oxides (as NOy) 245.0 tons/yr
Carbon Monoxide 249.9 tons/yr
Volatile Organic Compounds 97.1 tonslyr
PM-10 50.6 tons/yr

The following emission rate is derived from estimated overall emission contributions and is
included for inventory purposes only:

Lead 49 Ibs/yr

a. Compliance with the annual NOx and CO emission limits shall be demonstrated on a
daily basis by summing emissions of each pollutant over a rolling consecutive 365 day
period. Affected source-wide NOx and CO annual emission calculations shall include, at
a minimum, emissions from each CT and CT/HRSG with DB, and monthly emissions
from the diesel engine driven fire suppression water pump and diesel engine generator
set.

b. The permittee shall collect and record all data necessary to calculate CT and CT/HRSG
with DB NOyx and CO annual emissions using CEMS data. When valid NOx and CO
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CEMS data is not available, the default emission rates contained in Appendix D of this
permit shall be substituted for the missing CEMS data when calculating annual
emissions for compliance purposes.

¢. Compliance with the SO, annual emission limit shall be demonstrated on a daily basis by
summing emissions over a rolling consecutive 365 day period. The permittee shall
collect and record all data necessary to calculate affected source-wide annual SO,
emissions. Emission calculations shall include, at minimum, emissions from each CT
and CT/HRSG with DB, and monthly emissions from the diesel engine driven fire
suppression water pump and diesel engine generator set.

d. Compliance with the VOC and PM-10 annual emission limits shall be demonstrated on a
daily basis by summing emissions over a rolling consecutive 365 day period. The
permittee shall collect and record all data necessary to calculate the affected source-
wide annual VOC and PM-10 emissions. VOC and PM-10 emission calculations shall
include, at minimum, emissions from each CT and CT/HRSG with DB and monthly
emissions from the diesel engine driven fire suppression water pump and diesel engine
generator set. Daily emissions of VOC and PM-10 shall be calculated by summing the
following calculation for each emission unit operating in a given day: pollutant specific
emission factor (lbs/hour) for each emission unit operating in an Operating Mode found
in Appendix D times the number of operating hours each emission unit operates in the
Operating Mode found in Appendix D.

e. Emissions generated by each CT during start-up (including LLE), or transient operating
modes (as defined in Appendix C) shall be included in the 365 day rolling sum of annual
emissions. Daily CT start-up (including LLE), and transient emissions shall be
calculated as follows: pollutant specific emission factor (Ibs/hour) for each CT operating
in an Operating Mode found in Appendix D times the number of operating hours each
CT operates in the Operating Mode found in Appendix D. Actual valid NOx or CO CEMS
emissions or SO, emissions determined by material balance may be substituted for the
NOy, CO, or SO, emission factors identified in Appendix D when determining daily CT
start-up (including LLE), and transient mode emissions.

f. Emissions generated by the diesel engine driven fire suppression water pump and diesel
engine generator set shall be calculated using emission factors approved by the
Regional Air Compliance Manager of the DEQs NRO.

g. Monthly emissions from the diesel engine driven fire suppression water pump and diesel
engine generator set generated during month "X" shall be included in the annual rolling
365 consecutive day emission summation on the last day of month "X".

(9 VAC 5-80-490 and Condition 35 of July 10, 2014 NSR Permit)

Recordkeeping:

87. Affected Source Wide Conditions — Recordkeeping — The permittee shall maintain
records of emission data and operating parameters as necessary to demonstrate
compliance with this permit and to support the reporting requirements of this permit. The
content and format of such records shall be arranged with the Regional Air Compliance
Manager of the DEQs NRO. These records shall include, but are not limited to:
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a. Resulis of all stack tests and visible emission evaluations
b. Scheduled and unscheduled maintenance and operator training.

All of the preceding records shall be available for inspection by the DEQ and shall be current
for the most recent five years.
(9 VAC 5-80-490 and Condition 56 of July 10, 2014 NSR Permit)

Fuel Burning Equipment Requirements - CT/HRSG with DB, Diesel Engine Generator
Set, and Diesel Engine Driven Fire Suppression Water Pump — Recordkeeping — The
permittee shall maintain records of the required training including a statement of time, place,
and nature of training provided. The permittee shall have available good written operating
procedures and a maintenance schedule for the affected units. These procedures shall be
based on the manufacturer’'s recommendations, at a minimum. All records required by this
condition shall be kept on site, made available for inspection by the DEQ, and shall be
current for the most recent five years.

(9 VAC 5-80-490 and Conditions 56 and 68 of the July 10, 2014 NSR Permit)

Testing:

89.

90.

Affected Source Wide Conditions — Testing — The permitted affected source shall be
constructed or modified so as to allow for emissions testing upon reasonable notice at any
time, using appropriate methods. This includes constructing the affected source/equipment
such that volumetric flow rates and pollutant emission rates can be accurately determined
by applicable test methods and providing a stack or duct that is free from cyclonic flow.
Sampling ports shall be provided when requested by the DEQ at the appropriate locations
and safe sampling platforms and access shall be provided.

(9 VAC 5-50-30, 9 VAC 5-80-490, and Condition 54 of the July 10, 2014 NSR Permit)

Affected Source Wide Conditions — Testing — If testing is conducted in addition to the
monitoring specified in this permit, the permittee shall use the appropriate method(s) in
accordance with procedures approved by the DEQ.

(9 VAC 5-80-490)

Reporting:

91.

Affected Source Wide Conditions — Reporting — The permittee shall submit one copy of
excess emission reports and one copy of all quarterly reports, including those required at 9
VAC 5-50-410 Subparts Db, and GG and the reports required at 40 CFR 60, Subpart lill and
40 CFR 63, Subpart ZZZZ to the Regional Air Compliance Manager of the DEQs NRO and
the Environmental Protection Agency (EPA) within 30 days after the end of each calendar
quarter. Copies of reports shall be sent to:

Regional Air Compliance Manager
Department of Environmental Quality
Northern Regional Office

13901 Crown Court

Woodbridge, VA 22193
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Except as stated in Condition 115, all correspondence to the EPA concerning this permit
should be submitted to the following address:

Associate Director
Office of Air Enforcement (3AP10)
U.S. Environmental Protection Agency, Region lli
1650 Arch Street
Philadelphia, PA 19103-2029
(9 VAC 5-80-490 and Condition 57 and 84 of July 10, 2014 NSR Permit)

Affected Source Wide Conditions — Reporting — For each month in the quarter, report the
annual affected source-wide emissions of NOx (as NO,), CO, SO,, VOC and PM-10 by
calculating a rolling sum of affected source-wide emissions over each consecutive 12 month
period.

(9 VAC 5-80-490 and Condition 63.b of July 10, 2014 NSR Permit)

Affected Source Wide Conditions — Reporting — For each month in the quarter, report all
excess emissions of NOx, CO, SO,, VOC and PM-10for each operating mode. Excess
emissions resulting from CT start-up operations (including LLE) lasting less than 6 hours
may be identified as start-up excess emissions. All excess emissions shall be included in
the rolling 365 consecutive day affected source-wide emissions summation.

(9 VAC 5-80-490 and Condition 83.i of July 10, 2014 NSR Permit)

Affected Source Wide Conditions ~ Reporting — For each day in the quarter, when the
annual rolling 365 consecutive day sum of natural gas or numbers 1 and 2 distillate fuel oil
or ultra low sulfur diesel fuel burned at the affected source exceeds an annual affected
source-wide fuel throughput limit, report the date and annual affected source-wide quantity
of fuel burned.

(9 VAC 5-80-490 and Condition 63.j of July 10, 2014 NSR Permit)

Affected Source Wide Conditions — Reporting — For each month in the quarter, report
each day when numbers 1 or 2 distillate fuel oil is burned and the sulfur content of the oil
exceeds 0.05% by weight. For each month in the quarter, report each day when ULSD fuel
oil is burned and the sulfur content of the oil exceeds 0.0015 % by weight

(9 VAC 5-80-490 and Condition 63.1 of July 10, 2014 NSR Permit)

Affected Source Wide Conditions — Reporting — For each month in the quarter, report
each day when natural gas is burned and the sulfur content of the gas exceeds 20
grains/100 dscf. For each month in the quarter, report each day in which natural gas is
burned and the annual weighted average sulfur content of the natural gas exceeds 0.5
grains of sulfur/100 dscf.

(9 VAC 5-80-490 and Condition 63.k of July 10, 2014 NSR Permit)

Affected Source Wide Conditions — Reporting — For the purpose of calculating annual
affected source-wide NOx and CO emissions, hourly NOy and CO CEMS data from the CT
and CT/HRSG with DB shall be included in the rolling annual emissions calculation. When
valid NOx and CO CEMS data is not available, the default emission rates contained in
Appendix D of this permit shall be substituted for the missing data.

(9 VAC 5-80-490 and Condition 63.e.iii of July 10, 2014 NSR Permit)
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Affected Source Wide Conditions — Reporting — For the purpose of calculating annual
affected source-wide VOC and PM-10 emissions, the permittee shall calculate daily
emissions for each emissions unit using emission factors and process parameters approved
in advance by the DEQ. The calculated daily emissions of VOC and PM-10 shall be
summed over each 365 consecutive day period to determine annual emissions.

(9 VAC 5-80-490 and Condition 63.e.v of July 10, 2014 NSR Permit)

Affected Source Wide Conditions — Reporting — For the purpose of calculating annual
emission of NOx and CO generated by the diesel engine driven emergency water pump and
the diesel engine generator set, the permittee shall calculate monthly emissions by using
emission factors and process parameters approved in advance by the DEQ.

(9 VAC 5-80-490 and Condition 63.e.vi of July 10, 2014 NSR Permit)

Affected Source Wide Conditions — Reporting — For each month in the quarter, report
each day that the rolling 365 consecutive day sum of affected source-wide NOyx, SO,, CO,
VOC or PM-10 emissions exceeds the respective affected source-wide annual permit limit.
Include the pollutant name and the calculated 365 day sum of emissions for each pollutant
that exceeds its annual permit emission limit. For each day reported, at a minimum, include
the poliutant name, the pollutant's 365 consecutive day sum of affected source-wide
emissions, and identify any data substitution. For the purposes of this condition, the
permittee shall, at a minimum include;
a. Daily emissions from each CT and CT/HRSG with DB, and monthly emissions from the
diesel engine driven emergency water pump and the diesel engine generator set in the
calculation of affected source-wide annual emissions.

b. Monthly emissions from the diesel engine driven fire suppression water pump and the
diesel engine generator set generated during month "X" shall be included in the annual
rolling 365 consecutive day emission summation on the last day of month "X".

(9 VAC 5-80-490 and Condition 63.e.i.ii of July 10, 2014 NSR Permit)

Affected Source Wide Conditions — Reporting — For the purpose of calculating annual
affected source-wide SO, emissions, the sulfur content of the fuel and the quantity of fuel
burned in each emission unit shall be used to calculate daily SO, emissions. The calculated
daily emissions of SO, shall be summed over each 365 consecutive day period to determine
annual emissions.

(9 VAC 5-80-490 and Condition 63.e.iv of July 10, 2014 NSR Permit)

Affected Source Wide Conditions — Reporting — PSD Applicability Notification — At
such time that the permittee requests to amend the facility’s minor New Source Review
Permit or to modify the source in a manner which creates a federal major stationary source,
the entire source including any modification may be subject to Prevention of Significant
Deterioration (PSD) as though construction had not yet commenced on the source or
modification. The source will be subject to PSD review if any enforceable limitation on the
source's capacity to emit a poliutant is relaxed. Specifically, relaxation of any condition to
allow combustion of fossil fuel in a steam generation unit in excess of 250 million Btu/hr or to
allow the source to emit more than 249.9 tons/year of any pollutant will subject the entire
source to PSD review as though construction had not commenced.

(9 VAC 5-80-490, 9 VAC 5-80 Article 8, and Condition 59 of July 10, 2014 NSR Permit)
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103. VOC Work Practice Standards — At all times the disposal of volatile organic compounds
shall be accomplished by taking measures, to the extent practicable, consistent with air
pollution control practices for minimizing emissions. Volatile organic compounds shall not be
intentionally spilled, discarded in sewers which are not connected to a treatment plant, or
stored in open containers, or handled in any other manner that would result in evaporation
beyond that consistent with air pollution practices for minimizing emissions.

(9 VAC 5-80-490 and Condition 24 of the July 10, 2014 NSR Permit)

Insignificant Emission Units

104. Insignificant Emission Units — The following emission units at the affected source are
identified in the application as insignificant emission units under 9 VAC 5-80-720:

Emission Emission Unit Citation Polh(ga\x;x/t\(cs;) SE_ r8nat_ted Rated Capacity
Unit No. Description 720 B) (9 VAC 5-80-720 C)
DP-1No. 2 9 VAC 5-80- | VOC emissions
diesel fuel tank |720.B less than 1 ton/yr.
Emergency
diesel generator | 9 VAC 5-80- | VOC emissions
set No. 2 diesel |720.B less than 1 ton/yr.
fuel tank
Combustion
Turbine .
CTG#1and 2 | Generator gg\gﬁ\g 5-80- l\écs)scﬂf;nrﬁsgﬁ , -
(CTG) Lube Oil ' yr.
Sumps
Steam Turbine
Generator 9 VAC 5-80- | VOC emissions
STG#1and2 | o176y Lube Ol |720.B less than 1 ton/yr.
Sumps
Hydraulic Oil 9 VAC 5-80- Less than 1000
STG#1and2 | 15.¢ 720.C - gallons each.
2 Rain water
OV 103 Ly |(draintank) |9 VAC 5-80- | VOC emissions )
Oil/lWater 720.B less than 1 tonfyr.
104 A/B/C
Separators
Sulfuric Acid
9 VAC 5-80-
- Tank for pond 790 A 43 - -
control
Sodium
droxide f
: boorwater | & VAC 5-80- ; ;
720.A.43
treatment
operation

These emission units are presumed to be in compliance with all requirements of the federal
Clean Air Act as may apply. Based on this presumption, no monitoring, recordkeeping, or
reporting shall be required for those emission units in accordance with 9 VAC 5-80-490.
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Permit Shield & Inapplicable Reguirements

105. Permit Shield & Inapplicable Requirements — Compliance with the provisions of this
permit shall be deemed compliance with all applicable requirements in effect as of the
permit issuance date as identified in this permit. This permit shield covers only those
applicable requirements covered by terms and conditions in this permit and the following
requirements which have been specifically identified as being not applicable to this

permitted affected source:

Citation

Title of Citation

Description of
Applicability

40 CFR 60 Subparts D, Da,
and Dc

New Source Performance
Standards for Fossil Fuel
Fired Steam Generators,
Electric Utility Steam
Generating Units, and
Industrial-Commercial-
Institutional Steam
Generating Units

Only Subpart Db applies to
the duct burners at this
facility and no other NSPS
under Subpart D applies
because the nature and size
of the activities at the facility.

40 CFR 60 Subpart Kb

Standards of Performance
for Volatile Organic Liquid
Storage Vessels

This standard does not apply
to the fuel oil storage tanks
because it is not applicable
to units storing petroleum
liquids with a vapor pressure
less than 1.5 pounds per
square inch.

40 CFR 60 Subpart KKKK

New Source Performance
Standards for Combustion
Turbines

The turbines were
constructed prior to February
18, 2005, the applicability
date of Subpart KKKK.

40 CFR 63 Subpart YYYY

MACT for Combustion
Turbines

This facility is not a major
source of HAPS; therefore,
Subpart YYYY does not

apply.

40 CFR 64

Compliance Assurance
Monitoring

The affected source is
exempt from CAM because it
is a NSPS affected source,
acid rain affected source,
and emission limitations for
which the permit requires a
continuous compliance
determination method. The
facility has installed a CEMS
on each of the CT exhaust
stacks. The exemption is
based on 40 CFR 64.2(b).
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Nothing in this permit shield shall alter the provisions of §303 of the federal Clean Air Act,
including the authority of the administrator under that section, the liability of the owner for
any violation of applicability requirements prior to or at the time of permit issuance, or the
ability to obtain information by (i) the administrator pursuant to §114 of the federal Clean Air
Act, (ii) the Board pursuant to §10.1-1314 or §10.1-1315 of the Virginia Air Pollution Control
Law, or (iii) the Department pursuant to §10.1-1307.3 of the Virginia Air Pollution Control
Law.

(9 VAC 5-80-500)

General Conditions

106. General Conditions — Federal Enforceability — All terms and conditions in this permit are
enforceable by the administrator and citizens under the federal Clean Air Act, except those
that have been designated as only state-enforceable.

(9 VAC 5-80-490 N)

107. General Conditions — Permit Expiration — This permit has a fixed term of five years. The
expiration date shall be the date five years from the date of issuance. Unless the owner
submits a timely and complete application for renewal to the Department consistent with the
requirements of 9 VAC 5-80-430, the right of the affected source to operate shall be
terminated upon permit expiration.

(9 VAC 5-80-430 B, C, and F, 9 VAC 5-80-490 D, and 9 VAC 5-80-530 B)

108. General Conditions — Permit Expiration — The owner shall submit an application for
renewal at least six months but no earlier than eighteen months prior to the date of permit
expiration.

(9 VAC 5-80-430 B, C, and F, 9 VAC 5-80-490 D, and 9 VAC 5-80-530 B)

109. General Conditions — Permit Expiration — No source shall operate after the time that is
required to submit a timely and complete application under subsections C and D of 9 VAC 5-
80-430 for a renewal permit, except in compliance with a permit issued under Article 1 or 3,
Part Il or Chapter 80.

(9 VAC 5-80-430 B, C, and F, 9 VAC 5-80-490.D, and 9 VAC 5-80-530 B)

110. General Conditions —~ Permit Expiration - If an applicant submits a timely and complete
application under section 9 VAC 5-80-430 for a permit renewal but the Board Fails to issue
or deny the renewal permit before the end of the term of the previous permit, (i) the previous
permit shall not expire until the renewal permit has been issued or denied and (ii) all the
terms and conditions of the previous permit, including any permit shield granted pursuant to
9 VAC 5-80-140, shall remain in effect from the date the application is determined to be
complete until the renewal permit is issued or denied.

(9 VAC 5-80-430 B, C, and F, 9 VAC 5-80-490.D, and 9 VAC 5-80-530 B)

111. General Conditions — Permit Expiration — The protection under subsections F.1 and
F.5(ii) of section 9 VAC 5-80-430. F shall cease to apply if, subsequent to the completeness
determination made pursuant to section 9 VAC 5-80-430 D, the applicant fails to submit by
the deadline specified in writing by the board any additional information identified as being
needed to process the application.

(9 VAC 5-80-430 B, C, and F, 9 VAC 5-80-490 D, and 9 VAC 5-80-530 B)
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General Conditions — Recordkeeping and Reporting — All records of monitoring
information maintained to demonstrate compliance with the terms and conditions of this
permit shall contain, where applicable, the following:

a. The date, place as defined in the permit, and time of sampling or measurement;
b. The date(s) analyses were performed;

c. The company or entity that performed the analysis;

d. The analytical techniques or methods used;

e. The results of such analyses;

f. The operating conditions existing at the time of sampling or measurement.
(9 VAC 5-80-490.F)

General Conditions — Recordkeeping and Reporting — Records of all monitoring data
and support information shall be retained for at least five years from the date of the
monitoring sample, measurement, report, or application. Support information includes ali
calibration and maintenance records, and all original strip-chart recordings for continuous
monitoring instrumentation, and copies of all reports required by the permit.

(9 VAC 5-80-490 F)

General Conditions — Recordkeeping and Reporting — The permittee shall submit the
results of monitoring contained in any applicable requirement to the Regional Air
Compliance Manager of the DEQs NRO no later than March 1 and September 1 of each
calendar year. The report must be signed by a responsible official, consistent with 9 VAC 5-
80-430 G, and shall include:

a. The time period included in the report. The time periods to be addressed are January 1
to June 30 and July 1 to December 31.

b. All deviations from permit requirements. For the purpose of this permit, deviations
inctude, but are not limited to:

i. Exceedance of emissions limitations or operational restrictions;

ii. Excursions from control device operating parameter requirements, as documented
by continuous emission monitoring, periodic monitoring, or compliance assurance
monitoring (CAM) which indicates as exceedance or emissions limitation or
operational restriction; or

iil. Failure to meet monitoring, recordkeeping, or reporting requirements contained in
this permit.
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c. if there were no deviations from permit conditions during the time period, the permittee
shall include a statement in the report that “no deviations from permit requirements
occurred during this semi-annual reporting period.”

(9 VAC 5-80-490 F)

General Conditions — Annual Compliance Certification — Exclusive of any reporting
required to assure compliance with the terms and conditions of this permit or as part of a
schedule of compliance contained in this permit, the permittee shall submit to the EPA and
DEQ no later than March 1 each calendar year a certification of compliance with all terms
and conditions of this permit including emission limitation standards or work practices for the
period ending December 31. The compliance certification shall comply with such additional
requirements that may be specified pursuant to §114(a) (3) and §504(b) of the federal Clean
Air Act. The permittee shall maintain a copy of the certification for five (5) years after
submittal of the certification. This certification shall be signed by a responsible official,
consistent with 9 VAC 5-80-430 G, and shall include:

a. The time period included in the certification. The time period to be addressed is January
1 to December 31.

b. The identification of each term or condition of the permit that is the basis for the
certification.

¢. The compliance stafus.

d. Whether compliance was continuous or intermittent, and if not continuous,
documentation of each incident of non-compliance.

e. Consistent with subsection 9 VAC 5-80-490 E, the method or methods used for
determining the compliance status of the source at the time of certification and over the
reporting period.

f.  Such other facts as the permit may require in order to determine the compliance status
of the source.

g. One copy of the annual compliance certification shall be submitted to EPA in an
electronic format only. The certification document should be sent to the following
electronic mailing address:

R3_APD_Permits@epa.gov
(9 VAC 5-80-490 K.5)

General Conditions — Permit Deviation Reporting - The permittee shall notify the
Regional Air Compliance Manager of the DEQs NRO within four daytime business hours
after discovery of any deviations from the permit requirements which may cause excess
emissions for more than one hour, including those attributable to upset conditions as may be
defined in this permit. In addition, within fourteen (14) days of the discovery, the permittee
shall provide a written statement explaining the problem, any corrective actions or
preventative measures taken, and the estimated duration of the permit deviation. Owners
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subject to the requirements of 9 VAC 5-40-50 C and 9 VAC 5-50-50 C are not required
provide the written statement prescribed in this paragraph for facilities subject to the
monitoring requirements of 9 VAC 5-40-40 and 9 VAC 5-50-40. The occurrence should also
be reported in the next semi-annual compliance monitoring report pursuant to Condition 76
of this permit.

(9 VAC 5-80-490.F.2 and 9 VAC 5-80-650)

General Conditions — Failure/Malfunction Reporting - In the event that any affected
source or related air pollution control equipment fails or malfunctions in such a manner that
may cause excess emissions for more than one hour, the owner shall, as soon as
practicable but no later than four daytime business hours after the malfunction is discovered,
notify the Regional Air Compliance Manager of the DEQs NRO by email, facsimile
transmission, telegraph, or telephone of such failure or malfunction and shall within fourteen
(14) days of discovery provide a written statement giving all pertinent facts, including the
estimated duration of the breakdown. Owners subject to the requirements of 9 VAC 5-40-50
C and 9 VAC 5-50-50 C are not required to provide the written statement prescribed in this
paragraph for facilities subject to the monitoring requirements of 9 VAC 5-40-40 and 9 VAC
5-50-40. When the condition causing the failure or malfunction has been corrected and the
equipment is again in operation, the owner shall notify the Regional Air Compliance
Manager of the DEQs NRO.

(9 VAC 5-20-180 C)

General Conditions — Failure/Maifunction Reporting - The emission units that have
continuous monitors subject to 8 VAC 5-40-50 C and 9 VAC 5-50-50 C are not subject to the
fourteen (14) day written notification.

(9 VAC 5-20-180 C and 9 VAC 5-50-50)

General Conditions — Failure/Malfunction Reporting - The emission units subject to the
reporting and the procedure requirements of 9 VAC 5-40-50 C and the procedures of 9 VAC
5-50-50 C are listed below:

a. NOy CEMS measurements for each CT/HRSG DB; and

b. CO CEMS measurements for each CT/HRSG DB.
(9 VAC 5-20-180 C and 8 VAC 5-50-50)

General Conditions — Failure/Malfunction Reporting - Each owner required to install a
continuous monitoring system (CMS) or monitoring device subject to 9 VAC 5-40-41 or 9
VAC 5-50-410 shall submit a written report of excess emissions (as defined in the applicable
subpart in 9 VAC 5-50-410) and either a monitoring systems performance report or a
summary report form, or both, to the Board quarterly. All quarterly reports shall be
postmarked by the 30" day following the end of each calendar quarter. All reports shall
include the following information:

a. The magnitude of excess emissions computed in accordance with 40 CFR 60.13(h) or 9
VAC 5-40-41 B.6, any conversion factors used, and the date and time of
commencement and completion of each period of excess emissions;
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b. Specific identification of each period of excess emissions that occurs during startups
(including LLE), shutdowns, and malfunctions of the source. The nature and cause of
any malfunction (if known), the corrective action taken or preventative measures
adopted,;

c. The date and time identifying each period during which the continuous monitoring
system was inoperative except for zero and span checks and the nature of the system
repairs or adjustments; and

d. When no excess emissions have occurred or the continuous monitoring systems have
not been inoperative, repaired, or adjusted, such information shall be stated in the
report.

All malfunctions of emission units not subject to 9 VAC 5-40-50 C and 9 VAC 5-50-50 C
require written reports within fourteen (14) days of the discovery of the malfunction.
(9 VAC 5 -20-180 and 9 VAC 5-50-50)

121. General Conditions — Severability - The terms of this permit are severable. If any
condition, requirement, or portion of the permit is held invalid or inapplicable under any
circumstance, such invalidity or inapplicability shall not affect or impair the remaining
conditions, requirements, or portions of the permit.

(9 VAC 5-80-490 G.1)

122. General Conditions — Duty to Comply — The permittee shall comply with all terms and
conditions of this permit. Any permit noncompliance constitutes a violation of the federal
Clean Air Act or the Virginia Air Pollution Control Law, or both and is ground for enforcement
action; for permit termination, revocation, and reissuance, or modification; or, for denial of a
permit renewal application.

(9 VAC 5-80-490 G.2)

123. General Conditions — Need to Halt or Reduce Activity not a Defense — It shall not be a
defense for a permittee in an enforcement action that it would have been necessary to halt
or reduce the permitted activity in order to maintain compliance with the conditions of the
permit.

(9 VAC 5-80-490 G.3)

124. General Conditions — Permit Modification - A physical change in, or change in the
method of operation of, this stationary source may be subject to permitting under State
Regulations 8 VAC 5-80-50, 9 VAC 5-80-1100, 9 VAC 5-80-1605, or 9 VAC 5-80-2000 and
may require a permit modification and/or revisions except as may be authorized in any
approved alternative operating scenarios.

(9 VAC 5-80-190 and 9 VAC 5-80-260)

125. General Conditions — Property Rights - The permit does not convey any property rights of
any sort, or any exclusive privilege.
(9 VAC 5-80-490 G.5)

126. General Conditions — Duty to Submit Information — The permittee shall furnish to the
Board, within a reasonable time, any information that the Board may request in writing to
determine whether cause exists for modifying, revoking, or reissuing, or terminating the
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permit or to determine compliance with the permit. Upon request, the permittee shall also
furnish to the Board copies of records required to be kept by the permit and, for information
claimed to be confidential, the permittee shall furnish such records to the Board along with a
claim of confidentiality.

(9 VAC 5-80-490 G.6)

General Conditions — Duty to Submit Information — Any document (including reports)
required in a permit condition to be submitted to the Board shall contain a certification by a
responsible official that meets the requirements of 9 VAC 5-80-430 G.

(9 VAC 5-80-490 K. 1)

General Conditions — Duty to Pay Permit Fees — The owner of any source for which a
permit under 9 VAC 5-80-360 through 9 VAC 5-80-700 was issued shall pay permit fees
consistent with the requirements of 9 VAC 5-80-310 through 9 VAC 5-80-350. The actual
emissions covered by the permit program fees for the preceding year shall be calculated by
the owner and submitted to the Department by April 15" of each year. The calculations and
final amount of emissions are subject to verification and final determination by the
Department.

(9 VAC 5-80-490 H and 9 VAC 5-80-340 C)

General Conditions — Fugitive Dust Emission Standards — During the operation of a
stationary source or any other building, structure, affected source, or installation, no owner
or other person shall cause or permit any materials or property to be handled, transported,
stored, used, constructed, altered, repaired, or demolished without taking reasonable
precautions to prevent particulate matter from becoming airborne. Such reasonable
precautions may include, but are not limited to, the following:

a. Use, where possible, of water or chemicals for control of dust in the demolition of existing
buildings or structures, construction operations, the grading of roads, or the clearing of
land;

b. Application of asphalt, water, or suitable chemicals on dirt roads, materials stockpiles,
and other surfaces which may create airborne dust; the paving of roadways and the
maintaining of them in a clean condition;

¢. Installation and use of hoods, fans, and fabric filters to enclose and vent the handling of
dusty material. Adequate containment methods shall be employed during sandblasting
or similar operations;

d. Open equipment for conveying or transporting material likely to create objectionable air
pollution when airborne shall be covered or treated in an equally effective manner at all
times when in motion; and

e. The prompt removal of spilled or tracked dirt or other materials from paved streets and of
dried sediments resulting from soil erosion.
(8 VAC 5-50-90)

General Conditions — Startup, Shutdown, and Malfunction - At all times, including
periods of startup (including LLE), shutdown, soot blowing, and malfunction, owners shall, to
the extent practicable, maintain and operate any affected source including associated air
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pollution control equipment in a manner consistent with air pollution control practices for
minimizing emissions. Determination of whether acceptable operating and maintenance
procedures are being used will be based on information available to the Board, which may
include, but is not limited to, monitoring results, opacity observations, review of operating
and maintenance procedures, and inspection of the source.

(9 VAC 5-50-20 E)

General Conditions — Alternative Operating Scenarios — Contemporaneously with
making a change between reasonably anticipated operating scenarios identified in this
permit, the permittee shall record in a log at the permitted affected source a record of the
scenarios in which it is operating. The permit shield described in 9 VAC 5-80-140 shall
extend to all terms and conditions under each operating scenario. The terms and conditions
of each such alternative scenario shall meet all applicable requirements including the
requirements of Chapter 80, Article 1.

(9 VAC 5-80-490 J)

General Conditions — Inspection and Entry Requirements — The permittee shall allow

DEQ, upon presentation of credentials and other documents as may be required by law, to

perform the following:

a. Enter upon the premises where the source is located or emissions-related activity is
conducted, or where records must be kept under the terms and conditions of the permit.

b. Have access to and copy, at reasonable times, any records that must be kept under the
terms and conditions of the permit.

c. Inspect at reasonable times any affected source, equipment (including monitoring and
air pollution control equipment), practices, or operations regulated or required under the
permit.

d. Sample or monitor at reasonable time’s substances or parameters for the purpose of
assuring compliance with the permit or applicable requirements. .
(9 VAC 5-80-480 K.2)

General Conditions — Reopening For Cause — The permit shall be reopened by the Board
if additional federal requirements become applicable to a major source with a remaining
permit term of three years or more. Such reopening shall be completed no later than
eighteen (18) months after promulgation of the applicable requirement. No such reopening
is required if the effective date of the requirement is later than the date on which the permit
is due to expire, unless the original permit or any of its terms and conditions have been
extended pursuant to 9 VAC 5-80-430 F. The conditions for reopening a permit are as
follows:

a. A permit shall be reopened if the Board or the administrator determines that the permit
contains a material mistake or that inaccurate statements were made in establishing the
emissions standards or other terms or conditions of the permit.

b. The permit shall be reopened if the administrator or the Board determines that the permit
must be revised or revoked to assure compliance with the applicable requirements.
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c. The permit shall be reopened by the Board if additional applicable state requirements
become applicable to a major source prior to the expiration date established under 9
VAC 5-80-490 D.

(9 VAC 5-80-490 L)

134. General Conditions — Permit Availability — Within five days after receipt of the issued
permit, the permittee shall maintain the permit on the premises for which the permit has
been issued and shall make the permit immediately available to DEQ upon request.

(9 VAC 5-80-150 E)

135. General Conditions — Transfer of Permits — No person shall transfer a permit from one
jocation to another, unless authorized under 9 VAC 5-80-130, or from one piece of
equipment to another.

(9 VAC 5-80-160)

136. General Conditions — Transfer of Permits — In the case of a transfer of ownership of a
stationary source, the new owner shall comply with any current permit issued to the previous
owner. The new owner shall notify the Board of the change in ownership whining thirty (30)
days of the transfer and shall comply with the requirements of 9 VAC 5-80-200.

(9 VAC 5-80-160)

137. General Conditions — Transfer of Permits — In the case of a name change of a stationary
source, the owner shall comply with any current permit issued under the previous source
name. The owner shall notify the Board of the change in source name within thirty (30) days
of the name change and shall comply with the requirements of 9 VAC 5-80-200.

(9 VAC 5-80-160)

138. General Conditions — Malfunction as an Affirmative Defense — A malfunction constitutes
an affirmative defense to an action brought for noncompliance with technology-based
emission limitations if the requirements of Condition 142 are met.

(9 VAC 5-80-650)

139. General Conditions — Malfunction as an Affirmative Defense — The affirmative defense
of malfunction shall be demonstrated by the permittee through properly signed,
contemporaneous operating logs, or other relevant evidence that show the following:

a. A malfunction occurred and the permittee can identify the cause or causes of the
malfunction.

b. The permitted affected source was at the time being properly operated.

¢. During the period of the malfunction the permittee took all reasonable steps to minimize
levels of emissions that exceed the emission standards, or other requirements in the
permit.

d. The permittee notified the Board of the malfunction within two working days following the
time when the emission limitations were exceeded due to the malfunction. This
notification shall include a description of the malfunction, any steps taken to mitigate
emissions, and corrective action taken. The notification may be delivered by electronic
mail, facsimile transmission, telephone, or any other method that allows the permittee to
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comply with the deadline. This notification fulfills the requirements of 9 VAC 5-80-490
F.2.b to report promptly deviations from permit requirements. This notification does not
release the permittee from the malfunction reporting requirement under 9 VAC 5-20-180
C.

(9 VAC 5-80-650)

General Conditions — Malfunction as an Affirmative Defense - In any enforcement
proceeding, the permittee seeking to establish the occurrence of a malfunction shall have
the burden of proof.

(9 VAC 5-80-650)

General Conditions — Malfunction as an Affirmative Defense — The provisions of the
General Conditions section are in addition to any malfunction, emergency, or upset
provision contained in any applicable requirement.

(9 VAC 5-80-650)

General Condition — Permit Revocation or Termination for Cause — A permit may be
revoked or terminated prior to its expiration date if the owner knowingly makes material
misstatements in the permit application or any amendments thereto or if the permittee
violates, fails, neglects, or refuses to comply with the terms or conditions of the permit, or
any applicable requirements, or the provisions of Chapter 80, Article 1. The Board may
suspend, under such conditions and for such period of time as the Board may prescribe any
permit for any grounds for revocation or termination or for any other violations of these
regulations.

(9 VAC 5-80-190 C and 9 VAC 5-80-260)

General Conditions ~ Duty to Supplement or Correct Application — Any applicant who
fails to submit any relevant facts or who has submitted incorrect information in a permit
application shall, upon becoming aware of such failure or incorrect submittal, promptly
submit such supplementary facts or corrections. An applicant shall also provide additional
information as necessary o address any requirements that become applicable to the source
after the date a complete application was filed but prior to release of the draft permit.

(9 VAC 5-80-430-E)

General Conditions — Stratospheric Ozone Protection — If the permittee handles or emits
one or more Class | or Il substances subject to a standard promulgated under or established
by Title VI (Stratospheric Ozone Protection) of the federal Clean Air Act, the permittee shall
comply with all applicable sections of 40 CFR Part 82, Subpart Ato F.

(40 CFR Part 82, Subpart A-F)

General Conditions — Asbestos Requirements — The permittee shall comply with the
requirements of National Emissions Standards for Hazardous Air Pollutants (40 CFR 61)
Subpart M, National Emission Standards for Asbestos as it applies to the following:
Standards for Demolition and Renovation (40 CFR 61.145), Standards for Insulating
Materials (40 CFR 61.148), and Standards for Waste Disposal (40 CFR 61.150).

(9 VAC 5-60-70 and 9 VAC 5-80-490 A.1)
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General Conditions — Accidental Release Prevention — If the permittee has more, or will
have more than a threshold quantity of a regulated substance in a process, as determined
by 40 CFR 68.115, the permittee shall comply with the requirements of 40 CFR Part 68.
(40 CFR Part 68)

General Conditions — Changes to Permits for Emissions Trading — No permit revision
shall be required under any federally approved economic incentives, marketable permits,
emission trading and other similar programs or processes for changes that are provided for
in this permit.

(9 VAC 5-80-490 1)

General Conditions — Emissions Trading - Where the trading of emissions increases and
decreases within the permitted affected source is to occur within the context of this permit
and to the extent that the regulations provide for trading such increases and decreases
without a case-by-case approval of each emissions trade:

a. All terms and conditions required under 9 VAC 5-80-490, except subsection N, shall be
included to determine compliance.

b. The permit shield described in 9 VAC 5-80-140 shall extend to all terms and conditions
that allow such increases and decreases in emissions.

c. The owner shall meet all applicable requirements including the requirements of 9 VAC 5-
80-360 through 9 VAC 5-80-700.
(9 VAC 5-80-490 1)

Title IV (Phase Il Acid Rain) Permit Allowances and Requirements

149.

The Phase Il Acid Rain permit is incorporated into this permit. The owners and operators of
the source shall comply with the standard requirements and special provisions set forth in
the Phase Il Acid Rain application.

(9 VAC 5-80-440 and 9 VAC 5-80-490 A4.aandc, B, C, E, F, M, 0 and P)

Statutory and Regulatory Authorities

In accordance with the Air Pollution Control Law of Virginia §10.1-1308 and §10.1-1322, the
Environmental Protection Agency (EPA) final full approval of the operating permits program
(Titles IV and V) published in the federal register December 4, 2001, Volume 66, Number
233, Rules and Regulations, Pages 62961-62967 and effective November 30, 2001, and
Title 40, the Code of Federal Regulations §§72.1 through 76.16, the Commonwealth of
Virginia Department of Environmental Quality issues this permit pursuant to 8 VAC 5
Chapter 80, Article 3 of the Virginia Regulations for the Control and Abatement of Air
Pollution (Federal Operating Permit Article 3).

(9 VAC 5-80-490 B.2)
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150. SO, Allowance Allocations and NOx Requirements for affected units

Units I-A, I-B, II-A, and lI-B
Year 2014 | 2015 | 2016 | 2017 | 2018
S02
Allowances
under Table 2
of None
40 CFR 73.10
(tons)
NOx Limit Not Applicable

" See Subsection C.1and C.2.aand C.2.b
2 See Subsection C.1
(9 VAC 5-80-490 A 4)

Additional Requirements, Notes, Comments, and Justifications.
151. Additional Requirements:

Dominion Virginia Power — Gordonsville Power Station shall submit a complete permit
application that includes all of the information required under 40 CFR §§72.21 and 72.31 at
least 6 months, but no earlier than 18 months, prior to the date of expiration of the existing
Phase I Acid Rain permit. EPA forms shall be used.

(9 VAC 5-80-430 C.5)

a. Notes

i. SO, allowances may be acquired from other sources in addition to those allocated by
U.S. EPA.

ii. No revision to this permit is necessary in order for the owners and operators of this
unit to hold additional allowances recorded in accordance with 40 CFR Part 73. The
owners and operators of this unit remain obligated to hold sufficient allowances to
account for SO, emissions from this unit in accordance with 40 CFR 72.9(c)(1).

(8 VAC 5-80-420 C.1 and H.1 and 9 VAC 5-80-490 O)

iii. This unit was not eligible for SO, allowance allocation by U.S. EPA under Section
405 of the Clean Air Act and the Acid Rain Program, so none were assigned in 40
CFR Part 73, Table 2.
(9 VAC 5-80-420 C.6)]

b. Justifications
Units I-A, I-B, lI-A, and lI-B are gas-fired or oil-fired unit and is not subject to NOx

limitations under 40 CFR Part 76.
(9 VAC 5-80-420 D)
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Clean Air Interstate Rule (CAIR) Permit

The permittee shall comply with all applicable CAIR requirements (9 VAC 5-140-1010 et
seq., 9 VAC 5-140-2010 et seq., 9 VAC 5-140-3010 et seq., 9 VAC 5-140-5010 et seq., and
40 CFR Part 96) by the compliance date in the respective Part of 9 VAC 5 Chapter 140, as
contained in the CAIR Permit. The CAIR Permit is attached to this document and expires
upon expiration of this Article 3 permit.

(9 VAC 5-80-490, 40 CFR Part 96, and 9 VAC 5 Chapter 140)

State-only Enforceable Requirements

152.

153.

The following terms and conditions are in this permit to implement the requirements of 9
VAC 60, Part Il Article 5, (Rule 6-5). Conditions 101 and 102 are enforceable only by the
Virginia Air Pollution Control Board. Neither their inclusion in this permit nor any resulting
public comment period make these terms federally enforceable. in 9 VAC 5-60-300C of
Rule 6-5, several scenarios upon which Rule 6-5 shall not apply to this stationary source.
The provisions of 40 CFR 63, Subpart YYYY and 40 CFR 63, Subpart ZZZZ have been
promulgated and therefore provide regulations of 40 CFR 63, Subpart YYYY do not apply to
the facility and therefore the requirements of Rule 6-5 remain in place. The diesel generator
set (ID#IV) is subject to 40 CFR 83, Subpart ZZZZ and therefore not subject to the State
Only requirements of Rule 6-5.

State-Only Enforceable Toxics Limit — Hourly toxic emissions from each CT/HRSG DB
unit (excluding CT start-up and transient operation) shall not exceed the limitations specified
below:

Formaldehyde 1.1 Ib/hr/unit

Benzene 0.08 Ib/hr/unit

Nickel 0.07 Ib/hr/unit

State-Only Enforceable Toxics Limit — Toxic pollutant emissions from the combined

operation of the CTs (including CT startup and transient operation) and HRSG DBs, shall
not exceed the limitations specified below:

Formaidehyde 6.7 tonslyr
Benzene : 0.4 tons/yr
Nickel 0.1 tons/yr
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United States
Environmantal Protection Agency OME No. 2080-0258
Acid Rain Program

Acid Rain Permit Application

For more inforrmation, see instructions and refer to 40 CFR 72.30 and 72.9%

This subrnission Is: % New D Revised

GORDONBVILLE POWEHR STATION VA 54844

& o ] d

Unit 10# Unit Will Hold deow Units MNanww Units
Allowances i ication
Date eadiine

R T a0

i Yas 1172112043 2/18/2003

2 Yes 11/2172003 218/2003
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Yos

Yas

Yes

Yen

Yas

ERA Form 7610-18 {rov. 10-01)
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Acid Rain - Page 2
GORDONSVILLE POWER STATION

Permit Requirements

{1} The dssignated representative of each affected source and each affected unit at the
Read the  source shall:
standard s (i) Submita complete Acid Rain permit application (including a compliance plan) under
q 40 CFR part 72 in accordance with the deadiines specified in 40 CFR 72.30; and
(i) Submitin a timely manner any supplemental information that the permitting authority
determines is necessary in order to review an Acid Raln permit application and issue
or deny an Acid Rain permit;
{2} The owners and operators of each affected source and each affecied unit at the
source shall:
(i} Operate the unil in compliance with a complete Acid Rain permit application or a
superseding Acid Rain permit issued by the permitting authority; and
{ii} Have an Acid Rain Permit.

STEP &

Monitoring Reguirements

{1} The owners and operators and, to the extent applicable, designated representative of
each affected source and each affected unit at the source shall comply with the monitoring
requirements as provided in 40 CFR part 75.

{2} The emissions measurements recorded and reported in accordance with 40 CFR pant
75 shall be used to determine compliance by the unit with the Acid Rain emissions
limitations and emissions reduction requirements for sulfur dioxide and nitrogen oxides
under the Acid Rain Program.

{3) The requirements of 40 CFR part 75 shall not affect the responsibiiity of the owners
and operators to monitor emissions of other pollutants or other emissions characteristics
at the unit under other applicable requirements of the Act and other provisions of the
operating permit for the source,

Sulfur Dioxide Reaulremenis

{1} The owners and operators of each source and sach affecied unit at the source shall:
{i} Hold allowances, as of the allowance transfer deadline, in the unit's compliance
subaccount {after deductions under 40 CFR 73.34(c)}, orinthe compliance subaccount
of another affected unit at the same source 1o the extent provided in 40 CFR
73.35(b)(3), not less than the total annual emissions of sulfur dioxide for the previous
calendar year from the unit; and
(i} Comply with the applicable Acid Rain emissions limitations for sulfur dioxide,

{2} Each ton of sulfur dioxide emitted in excess of the Acid Rain emissions limitations for

sulfur dioxide shall constitute a separate violation of the Act.

(3) An affected unit shall be subject to the requirements under paragraph (1) of the sulfur

dioxide requirements as follows:

(i) Starting Janusyy 1, 2000, an affected unit under 40 CFR 72.6(a){2); or
(i} Starting on the later of January 1, 2000 or the deadline for monitor ceriification
under 40 CFR part 75, an affected unit under 40 CFR 72.6(a}{(3).

{4) Allowances shall be held in, deducted from, or transferred among Allowance Tracking

System accounis in accordance with the Acid Rain Program.

(5} An allowance shall not be deducted in order to comply with the requirements under

paragraph (1} of the sulfur dioxide requirements prior to the calendar year for which the

allowance was allocated.

{6) An allowance allocated by the Administrator under the Acid Rain Program is a limited

authorization to emit sulfur dioxide in accordance with the Acid Rain Program. No

provision of the Acid Rain Pro‘_gram, the Acid Rain permitapplication, the Acid Rain permit,
or an exemption under 40 CFR 72.7 or 72.8 and no provision of law shall be construed
to limit the authority of the United States to terminate or limit such authorization.

{7} An allowance allocated by the Administrator under the Acid Rain Program doss not

constitule a property right.

EFA Formn 151538 frov. 10:01}
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GORDONSVILLE POWER STATION Acid Rain - Page 3

Mitrogen Oxides Requirements The owners and operators of the source and each
affected unit ai the source shall comply with the applicable Acid Rain emissions limitation
for nitrogen oxides.

Excess Emissions Reauirements

{1} The designated regresemative of an affected unit that has excess emissions in any
calendar year shall submit a proposed offset plan, as required under 40 CFR part 77.
(2) The owners and operators of an affected unit that has excess emissions in any
calendar year shail:

(i} Pay without demand the penalty required, and pay upon demand the interest on that

penally, as required by 40 CFR part 77; and

{iiy Comply with the terms of an approved offset plan, as required by 40 CFR part 77.

Recordkeeping and Reporting Beguirements

{1} Unless otherwise provided, the owners and operators of the source and each affactad
unit at the source shall kesp on site at the source sach of the following documents for a
eriod of 5 years from the date the document is created. This period may be extended
or cause, at any time prior to the end of 5 years, in writing by the Administrator or
permitting
authority:
{i) The certificate of representation for the designated representative for the source and
each affecied unit at the source and all documents that demonstrate the truth of the
statemenis in the certificate of representation, in accordance with 40 CFR 72.24;
provided that the certificate and documents shall be retained on site at the source
beyond such S-year period until such documents are superseded because of the
submission of a new cerificate of representation changing the designated
representative;
{ii} All emissions monitoring information, in accordance with 40 CFR part 75, provided
that 1o the extent that 40 CFR part 75 provides for a 3-year period for recordkeeping,
the 3-year period shall apply.
{iii} Copies of all reports, compliance certifications, and other submissions and all
records made or required under the Acid Rain Program; and,
(iv}) Copies of all documents used to complete an Acid Rain permit application and any
other submission under the Acid Rain Program or {o demonstrate compliance with the
requirements of the Acid Rain Program.
{2} The designalad representative of an affected source and each affected unit at the
source shall submit the reports and compliance certifications required under the Acid Rain
Program, including those under 40 CFR part 72 subpart | and 40 CFR part 75.

Liability

(1) Any person who knowingly viclates any requirement or prohibition of the Acid Rain

Program, a complete Acid Rain permit application, an Acid Rain permit, or an exemption

under 40 CFR 72.7 or 72.8, including any requirement for the payment of any penalty

%weg to the United Stales, shall be subject to enforcement pursuant to section 113(c) of
8 Act.

(2} Any person who knowingly makes a false, material statement in any record,

submission, or report under the Acid Rain Program shall be sublect to criminal

enforcement pursuant fo section 113(c) of the Act and 18 U.8.C. 1001.

(3} Ne permit revision shall excuse any violation of the requirements of the Acid Rain

Program that cccurs prior to the date that the revision takes effect.

4} kach affected source and each affected unit shall meet the requirements of the Acid
ain Program.

£PA Form 781018 lrev. 10-03)



Step 3,
Cont'd.

STEP 4

Read the
certification
staterment,
sign, and
Hate

APPENDIX
Page 62 of 86

Acid Rain - Page 4
GORDONSVILLE POWER STATION

Liability. Conl'd.

(5) Any provision of the Acid Rain Program that applies to an affected source (inciuding
& provision applicable to the designated representative of an affected source) shall also
apply to the owners and operators of such source and of the affected units at the source,
(6) Any provision of the Acid Rain Program that applies to an affected unit {including a
provision applicable to the designated representative of an affected unit) shall also apply
1o the owners and operators of such unit. Except as provided under 40 CFR 72.44 (Phase
I repowering extension plans) and 40 CFR 76.11 (NO, averaging plans), and axcept with
regard to the requirements applicable to units with a common stack under 40 CFR part 75
(including 40 CFR 75.16, 75.17, and 75.18), the owners and operators and the designated
representative of one affected unit shall not be liable for any violation by any other
affected unit of which they are not owners or operators or the designated representative
and that iz located at a source of which they are not owners or operators or the
designated representative,

(7) Each violation of a provision of 40 CFR parts 72, 73, 74, 75, 76, 77, and 78 by an
affected source or affected unit, or by an owner or operator or designated representative
of such source or unit, shall be a ssparate violation of the Act.

Effect on Other Authorities

No provision of the Acid Rain Program, an Acid Rain permit application, an Acid Rain
permit, or an exemnption under 40 CFR 72.7 or 72.8 shall be construsd as:

{1} Except as expressly provided in title IV of the Act, exempting or excluding the owners
and operators and, to the extent afapiicabse, the designated representative of an affected
source or affected unit from compliance with any other provision of the Act, including the
provisions of title | of the Act relating to applicable National Ambient Air Quality Standards
or State Implementation Plans;

{2) Limiting the number of allowances a unit can hold; provided, that the number of
allowances held by the unit shall not affect the source's obligation to comply with any
other provisions of the Act;

(3} Requiring a change of any kind in any State law regulating slectric utility rates and
charges, affecting any State law regarding such State regulation, or limiting such State
reguiation, including any prudence review requirements under such State law;

{4} Modif;dné; the Federal Power Act or affecting the authority of the Federal Energy
Regulatory Commission under the Federal Power Act; or,

(5} Interfering with or impairing any program for competitive bidding for power supply in
a State in which such program is established.

Certification

| am authorized to maks this submission on behalf of the owners and operators of the
affected source or affected units for which the submission is made. | certify under penalty
of law that | have personally examined, and am familiar with, the statements and
information submitted in this document and all its attachments. Based on my inquiry of
those individuals with primary responsibility for obtaining the information, | certify thatthe
statements and information are to the best of my knowledge and beiief true, accurate, and
complete. | am aware that there are significant penalties for submitling false statements
and information or omitling required staterents and information, including the possibility
of fine or imprisonment.

Name 8. G. Deacon, Jr., Vice President, Fossil & Hydro

EP& Form 7810-18 lrev, 10-01}

Signature m‘gg}g Dale 7 /‘}" /1/""}'3
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Acid Rain Program
Instructions for Acid Rain
Permit Application (40 CFR 72.30-72.31)

Please type or print. The allernate designated representative may sign in lisu of the designated
representative. f assistance is needed, contact the title V pemmilting authority.

STEP 1 Use the plantname and ORIS Code listed on the Certificate of Represeniation for the plant.
An ORIS code is a 4 digit number assigned by the Energy Information Agency (EIA) at the -
U.S. Depariment of Energy to power plants owned by utilities. If the plant is not owned by
a ytility but has a 5 digit facility code (also assignad by ElA), uss the facility code. nocode
has besen assigned or if there s uncertainty regarding what the code numberis, contact EIA
at (202) 287-1730 (for ORIS codes), or (202) 287-1827 {for facility codes),.

STEP 2 For column “a," identify each affected unit at the affected source by providing the
appropriate unit identification numbers, consistent with the unit identification numbers
entered on the Certificate of Representation and with unit identification numbers used in
reporting to DOE and/or EIA. For new units without identification numbers, owners and
operators may assign such numbers consistent with EIA and DOE requirements.

For columns “¢” and “d,” enter the commence operation date(s) and monitor certification
deadiine(s} for new uniis in accordance with 40 CFR 72.2 and 75.4, respectively,

Submission Deadlines

For new units, an initial Acid Rain permit application must be submitted to the fitle V permitting
authority 24 months before the date the unit commences operation. Acid Rain parmit renewal
applications must be submitted at least 6 months in advance of the expiration of the acid rain portion
of a title V permit, or such longer time as provided for under the title V permitting authority’s operating
permits regulation.

Submission instructions

Submit this form to the approprists title V permitting authority. i you have questions regaiding this
form, contact your local, State, or EPA Regional Acid Rain contact, or call EPA's Acid Rain Holline
at (202) 564-8620.

Paperwork Burden Estimate

The burden on the public for collecling and reporting information under this request is estimated at
17 hours per response. Sand comments regarding this collection of information, including
suggestions for reducing the burden, to: Chief, Information Policy Branch {2136), U.8, Environmental
Protection Agency, 401 M Street, SW, Washington, D.C. 20480; and to: Paperwork Reduction
Project (OMB#2080-0258), Office of Information and Regulatory Affairs, Office of Management and
Budgeat, Washington, D.C. 20803. Do not submit forms fo these addresses; see the submission
instructions above.
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Certified Mail — Return Receipt Reguested

June 22, 2007

Mr. Terry H. Darton
Alr Permit Manager

X . ' T¥is
Fredericksburg Satellite Office . HWorthem Vo, Re
Department of Environmental Quality Dept of Eny. Qualily
806 Westwood Office Park

Fredericksburg, VA 22401

Re: Deominion - Gordonsville Power Station
Initial CAIR Permit Application
DEQ Alr Registration No. 40808

Dear Mr. Darton:

Enclosed please find the requested CAIR application documents for Gordonsville Power Station.
A completed CAIR permit application and the appropriate pages of the Form 7 are included,

The Certificate of Representation was completed on-line via the CAMD website, so a copy of the

Certificate of Representation report has been included for vour reference.

If vou have any questions, please feel free to contact Dawn Garber at {8043 273-3912 or
dawn.k.garberi@dom.com.

Sincerely,

7
Cathy C.Taylor
Director, Environmental Support

Enclosure: Gordonsville Power Station CAIR permit application



BYEP 1

Identify the source
by plant nama,
State, and ORIS or
facility code

BTER2

Erdar the unit 1D for
cach CAIR unit and
ingdicate to which
CAIR programs each
unit is subject (by
placing an “K” inthe
column}

BTEPR3

Read the stendard
requirements and
the cerlification,
erter the name of
the CAIR designaied
representative, and
sign and date

CAIR Permit Application

APPENDIX

Page 66 of 86

Page 1
{for sources covered undsr a CAIR 8iP)
For more Information, referio 40 CFR 98,121, 95,122, 86,221, 96.222, 98.321, and 86,322
This sulwpissionis: B New  Revised
Plant Name  Dominion - Gordonsville Power Station State VA ORISFacllity Code 54844

Unit 10 MO« Annual 50, MOy Ozone Seasen
1 X X X
2 X X X
Standard Reguirements

{a} Peomil Reaulrements,

{1} The CAIR designatad reprasentative of sach CAIR NGy sourse, CAIR 80; source, ang CAIR MOy Ozone Season
source (as applicable) regquired (o have a fie V operaling parmit and each CAIR NOy unit, CAIR S0, unit, and CAIR NOy
Ozone Season unkt (85 applicable) required to have a file V operaling permit at the sourcs shall:

{1 Submil to the permitting authority 2 comgliels CAIR parmit spplication under §96.122, 898.222, and §868.322 {as
applicable} in accordance with the deadlines specified in §86.121, §38.221, and §98.321 {as applicabie), and

() Subrmit i 2 mely manner any supplemental information that the permitting suthority determines is necessary in order
o review 2 CAIR permit application and Issue or deny a CAIR paanlt

12} The owners and operators of sach CAIR MO sowrce, CAF 50, sowrce. ang CAIR NGk Gzone Season sourca (as
applicable) eguired 1o have & Hlie V operaling permit and each TAIR NQ. unit, CAIR 50, unil, ang CAIR NO, Ozons
Season uril (a8 applicatle) required 1o have a litle V operating permit 3t the souce shalt have @ CAIR permit issusd by the
permilting suthodly under subpart CC, CCC, and CCOC {58 applicabie] of 40 CFR part 95 for the source and cperate the
source and the wit in compliarees with such CAIR permit.

{3y Except a5 provided in subpart I, W1, andd 1l (as applicable) of 40 CFR part 38, the owners and opersiors of 8 CAIR NGO,
sourcs, CAIR S0, source, and CAIR NOy Ozong Season source {as applicable) that is not othervdse requirsd 1o have 2 title
V operating permit and each CAIR NOx unit, CAIR 50, unil, and CAIR NOx Ozone Season unit (s applicable] thatis not
atherwiss required 1o have 3 Blie V opersting permit are nolt required 1o submit 2 CAIR permit application, and o have s
CAF permit, under subipar CC, CCC, and CCCC (as applicable) of 40 CFR part 88 for such CAIR NO, sowes, CAIR 50
source, and CAIR NO, Orone Season source {as spplicable] and suth CAIR NOy unit, CAIR 80, unil, and CAIR NO\ Ozone
Season unit {as applicable).
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CAIR Pamnll Application
Page 2

Plant Name ifrom Step 1) Dominion ~ Gordonsville Power Station

(& Moniiorng, renoriigg, ang recordbesning ragiiremants,

(1) The owners and operators, and the CAIR designated representative, of sach CAIR NOy soures. CAIR 50, suurce, and
CAIR NOx Ozane Season souros (as applicabls) and each CAIR NO, unit, CAIR SO, unit, and CAIR NOx Ozone Season untt
{as applicablss at the source shall comply with the monitoring, reporting. and recoedkseping requirements of subparts HH.
HHH, and HHHH (a5 applicable) of 40 CFR part 86

{2} The smissions messt e racorted and reported I sccordance with subparts HM, PN, and HEMHM {28 applicabie)
of 40 CFR part 96 shall be used lo deleaming compliance by each CAIR NOx source, CAIR SO, source. and CAIR NGOy
Crzons Season source {35 applivabla) with the CAIR MOy emissions imitation, CAIR 30; emissions Emilation, and CAIR NOy
Crone Resson emissions Bmitelion (o5 sppliceble}) under peragraph (¢} of §86.108, §88.206, end §06.308 {as applicable).

{e) Miogen grides emissions requlrements,

{1} As of ihe liowancs ransfer deadiine for 2 control peried, the owners and operators of each CAIR MO, souwrce and
eanh CAIR NOx unit a1 the source shall hiold, in the sowcs’s complince sccount, CAIR NOy alfowances svaiiable for
sompiancs deductions for the conlrol period under §36.154(a) in an amount nol less than the lons of olal nitrogen gxides
emissions for the control period from all CAIR MO« units at the source, as delsrmined in accordance with subpart MH of 40
CFR part 6.

{25 A CAIR MOy unit shall be subject Io the requirsments under paragraph {01} of §88.108 for the control penod starting
an the later of January 1, 2000 of the deadiine for mesting he unit's mondor cartification requiraments under §98.170(0)1},
{2}, or {3} and for each control penod therealter.

{3} A CAIR NOy alficwsnce shall not be ded: for comipl with {he i nis under paragraph (o} 1) of §96.108.
for & conirol period in & calendar yeer before e year for which the CAIR NO, aflowance was aliocated.

{43 CAIR NGy, atiowances shall be held in, deducied from. or ansferred into or among CAIR NO. Allowsnce Tracking
System accounts in accordance with subperts FF, GG, and i of 40 CFR part 86

53 & CAIR MO, slowance Is 2 imited authorization to emit one ton of nifrogen oxides in accordsnce with the CAIR NOy
Annual Trading Program. No provision of ihe CAIR NG« Annual Trading Program, the CAIR permit appiication, the CAIR
permit, or an exemplion under §86.105 and no provision of law shall be construed 1o fimit the suthority of the State or the
United Siates to lerminate of lrnit such authosization,

{8} A CAIR NO; aliowance does not consfitule & property right.

{7y Upon recordation by He Admind oy under subpart EE, FF, GG, or i of 40 CFR part 88, every aliocation, transier, or
dadiirdion of 3 CAIR NO. sllowence to of from a CAR NO.: souros's compliance account is incorporated avlomsalically in any
CAIR permit of the source thel includes the CAIR MO, unlt

(1) As of the aliowance ranster deadline for a control period, the owners and operalors of each CAIR 50; source and
sach CAIR $0; unit &t the source shalf hold, in the source’s compliance account, 3 fonnage squivalent of CAIR 80;
showences avaliable for complience deductions Tor the oonlrol period under §98.2540a) and (1) not s than the nos o otal
sulfur dioxide emissions for e control pariod from ait CAIR SG; unils 2t the soume, as delermingd in agcordance with
subpart HHH of 40 OFR part 88,

{2y A CAIR 50; unii shall be subject to the requd nts under paraeraph (oH 1) of §56.208 for the contro! penod steriing
ot the later of Jenuary 1, 2010 or the deadiine for meeting the urit’s moritor cerificalion reguirements under §88. 270K 1.
(23, or {5} and for sach conirol pericd thereafier,

(31 A CAIR 5O allowance shall not be deducted, for compliance with the requirements under paragraph {oX1) of §86.208,
for 3 conird periad In 2 calendar vear befors e yeer 1or which the TAIR S0, slflowancs was pliccated.

{4) CAIR S0, aliowances shall ba held In, deducted from, or fransferrad into or among CAIR 8O, Allowance Tracking
Systarn scoounts in scoordance wWith subparts FFF, GGG, und it of 40 CFR part 86,

{5} A CAIR S0 afiowance is 2 limited authorization to emit sulfur dioxdde in accordance with the CAIR 30, Trading
Program. No provision of the CAIR 50, Trading Program, the CAIR pormit application, the CAIR parmil, or an exemplion
wvder 886,205 angd no provision of law shall be frued to Imit the autherity of the State or e United States lo lenminate
or Bmit such suthorizalion.

{84 A CAIR S0 aliowsnce does not consitle 3 property rghl

{7} Upon recordation by the Administrator urdder subpart FFF, GGG, or 1l of 40 CFR pant 96, every allocation, transfer, or
dudunton of 2 CAIR 80; allpwance b or rom 2 CAIR 80; soures’s compliance sccount s incorporated sudomatically i any
CAIR panmit of the source that includes the CAIR 80, unit,

Hitrogen oxides ozone season emisslons remirements

{1} As of the allowanos fransler deadling for 3 conlrol peded, the owoers and speralors of each CAIR NO, Ouone Season
source and each CAIR MOy Ozone Season unit 8t the source shall hold. in the source’s compliance account, CAIR NGk
Ozone Season alicwances & for complianca deductons for the conirpt pedod under §98.354(a} in an amount nof less
than the tons of Total vitrogen oxides emissions for the control pericd from afl CAIR NOx Ozone Season units at the source,
as determingd in sccordance with subpert HHHH of 40 CFR part 58,

{23 A CAIR MO, Orone Season unit shall be subject o he requirer urider p ph {CX 1) of §85.308 for the control
period starting on the later of May 1, 2009 or the daading for meeting the unil's monitor certification requiroments under
526,370} 1} (2). {3) or {7} and for sach control pericd thereafter.

3} A CAIR NOy Ozone Ssason sliowance shall not be deducted, for comph with the requl under parageaph
()1} of §96.308, for & confrol pariod in a calendar year before the vear for which the CAIR NG, Czone Season sliowance
was afiocated.

{43 CAIR NOy CUzone Season siowances shall be held in. deducted from, of ransfarred im0 of among CAIR NOy Ozone
Season Aiowsnce Tracking System sccounts in accordance with subparts FFFF, GGOG, and il of 40 CFR part 86,

{5} A CAIR NO aliowances is a Smited authosization to emil one ton of nitrogen oxides in accordance with the CAIR MO«
Ozore Season Trading Program. No provision of he CAIR MO, Grone Season Trading Program, the CAIR paanit
applhication. the CAIR permit, or an exemplion urder §86.305 and no provision of law shall be construed 10 imk he authorily
of the State or ther United Stalas o terninale or Emit sunh authorization.

{6) A CAIR NO: allowance doss nol constiide s properdy sight.

{7y Upony dation by the Admin under subpart EEEE, FFFF, GGGEG. or I of 40 CFR part 38, gvery aliocation.
transter, or deduchion of a CAIR NOy Ozone Season gliowance 1o or from 2 CAIR NO, Ozene Season souree's complancs

acocunt is incorporated automaticaly in any CAIR permit of the saisrce.
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Plart Hame {from Stee ) Dominion ~ Gordonsville Power Station
STEP S, {d} Exgess emissions reguiremants.
continued i 3 CAIR MOy source simits nitrogen oxddes during eny control pericd i axcess of the CAIR MO, srisslons Smitation. then

{1} The owners and operators of the source and each CAIR NOy unit 8l the source shall surrender the CAIR NGO«
sliowances requirad for deduttion under §86.154(d){ 1) and pay any fine, penally. or assessment or comply with any other
remety imposad, for the same vislztions, under he Clean Alr Act or applicable State law, and

{2} Each ton of such excess emissions and each day of such control périod shall consttsie a separate viclation of this
subpart, the Clean Alr Ack, and applicable State law.

1t a CAIR 50, source smils sulfur dioxide during any condrol penod in excess of the CAIR S0, emissions limitation, Bwn:
{1} The cwners and operators of the source and each CAIR SO, unit at the source shall surrender the CAIR S0,
afiswances required for deduction under §96.254(d)1) and pay any Bne, penally, or assessmant or somply with any ober
ramedy imposed, ke the zame violations, under the Clean Air Act or spplicable State law: and
2} Bach ton of such sxress tmissions and aach day of such conbrol peviod z;ha%% sonstitule & separate viclalion of his
subparl, the Clean Alr Act, and applicebls Stale law.

ifa CAIR {siOx OZO%’%& Sea:.o;z source emits nilrogen oxides during any controlf perod in excess of the CAIR NO, Ozone
ERBON ioty, e
{13 The owners and cperators of the scurs and sach CAIR NO« Owone Season unlt gt the source shell surrender the
CAIR NOy Qzone Season allowances required for deduction under §98. 354{d) 1) and pay any fine, pensity, or assessment
or comply with any other remedy imposed, for the same vipiations, urxler the Glean Alr Act or applicable State law. and
{2y Each ton of such axtess amissions and each day of such condrol period shall constitute 2 separate violation of this
subpart, the Clean Alr Act, and spplicable State law,

{e} Recordkeeping and Reporiing Regulrements.

{1} Unless othersise provided, the owners and operators of the CAIR NOy source, CAIR SO, source, and CAIR NO».
Ozone Season source (a5 applicable) and each CAIR NOy urdt, CAIR 80; unit, and CAIR MOy, Crone Season unit {as
applicable) al the source shall keep on sife at he source gach of the following documents for a pedod of & years from the
date the document is created. This period may be extended for causs, 2l any fime before the end of § yvears, In witing by the
peimilting authorily of the Administralor.

{i} The ceriificate of represantation under §86.113, §88.213, snd §96.313 (a3 applicable) for the CAIR designated
reprasantative for e souwroe and sach CAR MO, unit, CAIR 50; unit, and CAIR NG, Ozons Season unit {as applicablel at
the sowrce and il documents that demonstisle the Indh of e sistements n the cactifisale of represeniation; provided that
e cenificats and documents shall be ra%asw o s#te st the sourcs beyond sach S-year period unill such doomerds are

- ded because of the submission of 2 new cartificate of representation under §08.113, §88.213. and §96.313 {5
appticahle) m:&gmg §h& msﬁ é&mgra&eé fepzesenéa’we
{ii3 All ns moriionng nformation, in accordancs with subparts MM, MMM, and MHHEN {as applicablel of 40 CFR part

88, provided thatic the ex;em that sﬁb;}ans HM HHH, and HHMH (5 apolicable) of 40 OFF part 96 provides for 2 Syear
period for recordkaeping, the 3-yasr pevind shisll apply.

{38} Copies of =i reports, compliance cerifications. and other submissions and sl records made or required
under twe CAIR NOx Annuat Trading Program, CAIR 80, Trading Program, and CAIR NOx Ozone Season Trading Program
{as applicable).

(v Coples of ol documents used o complets 2 CAIR permll application and any other sobatission under the CAIR NO,
Ammai Trading Program, CAIR 80, Trading Program. and CAIR NO, Ozone Sseson Trading Program {85 soplicabla)or lo

demonsirate compliance with the rag of the CAIR NG, Arnust Treding Program, CAIR 50, Trading Program, and

CAIR HOx Dzone Ssason Trading Program {as applicable).

{2} The CAIR desionelad representalive of 3 CAIR NGOy sourcs, CAIR SO, sowres, and CAIR NO, Drone Season sowrss
{as applicable) and each CAIR NOy unit, CAIR 50, unit, and CAIR NOy Ozone Season unit {38 applicable) at the source
shall submit the reporis required under tha CAIR NOy Annual Trading Program, CAIR 80, Trading Program, and CAIR NGOy

Ozone Season Trading Program {as appiicable] including those under subiparts HH, HEH, and riHRH {35 applicalle) of 40
CFR part 85,
14} Lisbity,

{1} Each CAIR N« source. CAIR 50, source, and CAIR NO. Ozons Season source (a5 appiicable) and sach NO, wit,
CAIR 80, unit, and CAIR NOL Ozons unit {ag applicable) shall mes! the requivements of e CAIR NOy Ansuat

Trading Program, CAIR 80, Trading Program, and CAIR NOy Ozone Season Trading Program {ag applicable).

{2y Any provision of the CAIR NOy Arewal Trading Program, CAIR S0, Trading Program. and CAIR NOy Ozong Season
Trading Program s spplicable) that apphies 10 g CAIR NOx sourss, CAIR SGs soures, and CAIR NOy Ozone Season sdurce
tas spplicable) or the CAIR designated representative of 3 CAIR NOy source, GAIR 50; source, and CAIR NOy Qzone
Season source (a8 spphcable) shall also spplyv o he owners angd opavators of such source and of the CAIR NGO, unite, CAIR
S0, urits, and CAIR NOy Ozone Season units (as applicable] al the source.

{33 Aryy provision of the CAIR MO, Annusd Trading Program, CAIR 50, Trading Program, and CAIR NOy Ozene Season
Trading Program {as applicable} hat applies 1o 3 CAIR NO, unlt, CAIR 80, unit, and CAIR NO, Ozone Season urit {as
applicabls) or the CAR desigreted representative of 8 CAIR NG, unfl, CABR S0 volt, anst CAIR NO. Ozone Season unit (as
applicable) shall alse apply o the cwners and operators of such unil,



APPENDIX
Page 69 of 86

AR Poonit Applceticn
Paged
i Hama thom Siep 11 Dominlen - Gordonsville Power Blation
STEFS, ) Bl en e Mihivities,
eomtinumd Ho provinin m m}a Pl Aneuad Trashng Progrom, CARL B0y Fradng Program, snd CAIR ROy Deone Seasan Trading

Progyoo (as sppliceblie) o CAIR pormit appiication. o CAIR parndl, & an ssanpiien under § 90105, §88.308, mﬁ 95905
2% sopBonbie’ shall be vonstrued as exemplng of exsiuding e Owners and opeiaiirs, and the CAIN

raprnsertaive. of 5 OANE NO, sowres, QAR 20, sourse, et TAIR NO, Ozons Season sonros ins wp&mtwg oF CAIR NG,
ek, CAIE B0 unit, a8 CAIR MO, Osone Saseon unil (a5 applicobia ) from compSonce with oy oiher provision of e
appticable, aooroved Blate inpdernantation pan, o ederaly andorosable peemil, of e Cluon A Aot

Rartification

§ mm pathnsized B ke i subomdasion on tabal of the cwners end operstors oF W sourop oF units e AL
subrsiysion i made. T oen Sy of e It 1 have pers

?.:_3&5

drmation subinilad o By docienans ol 58 s eflenhments. Based on oy mouiry of those nliduels vl g
rrspor ety B oy S information, | cerily Bt v staternecds and IRBommation sy B D bagl of iy %m»&*ﬁ&“ﬁ ol

bghed tun, BoLury comnphete. I A pears It thien e siordfcant penaities by submitting nlse sinteenents reg
frdormation or oriting reoubed st & gined iedormalion, indudiog e tossiblity of Bine of imprisoirent.

sama  J. David Rives

Y

Shanatrs o
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CAMD Business System Page lof3

Reports and Queries
Gartificate of Repraseniation
OEIO42007

Faoility iInformation

Facility ID ... .. Facility Gordonsville Power T
(ORISPLY: 54844 Name: Station State: VA
. EPA AIRE | ; . < . .-
County: Louisa m: 5110900040 Latitude: 381253  Longitude: 78.2022

Faciity Detail {Mini Datail}
Bopresentative Information

Mame: § David Rives
Company: Dominion Resources Services, Inc
Title: VP, Fossil and Hydro
Address: 5000 Dominion Boulevard
I NE
City: Glen Allen Btate: VA Zip: 23060
Phone: {804)273-3220 Fax: {804)273-3714

Emasil: J.David Rivesi@dom.com

Mame: Donald C Craft
Company: Virginia Electric & Power Company
Title: Station Director
Address: 5000 Dominion Boulevard
IN INE

https:/feamd. epa.govichsdindex. cfmPuseaction=reports. DSP_Reports Prmt&CFID=23837&CFTOKEN=49]149301 &n~=18461... 6472007
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CAMD Business System Page2 of 3

Cigy: Glen Allen Stater VA Zip: 23060
Phoner (804) 273-3062 Fax: (804) 273-2433

Email; donniecrafi@dom.cons
Paople Detall Layout {Multiple)

Current Representalives

Program Primary Representative, Alternate Fepresentative, Primary Repragentalive, | Allematls Represeniative,
o8 Effective Date Effective Dale End Date End Date

ARP J ODavid Rives,  08M5/2005 Donasld C Craft,  (6/16/2008
CAIRNOX|J David Rives,  08/04/2007 {Donald C Craft,  06/04/2007
CAIROS |J David Rives, 08/04/2007 Donald C Craft, 06/04/2007
CAIRSOZ |J David Rives, 06/04/2007 [Donald C Crafi,  08/04/2007
NBP J David Rives, - 06/13/2005 (Donald C CreR, 08/18/2006
Bagic Table Layout

Units
( Comm, ;Cémmsms Unit
uni unit  |operating| Unit| Source | NalCs |SOMMERCHCOMMENCE o me oia| Commericial]  Monitor
9] SFRI | ansifiention]  Status Type|Category] Cods gi}ats ﬁ;’g Sode Operafion | Operation |Certifleation
Date Date Code | Begin Date
1 ARP Phase Z Operating JOC  [Eleotdc  [Fossil fusl [08/01/1894 A 06/01/1984 1A 05/2412004
Litility elaclric
power
genaration
1 JCAIRNOX|AHectsd Qperating 1CC  [Electric  [Fossil fusl j06/01/1904 1A 06/01/19984 (A 010142008
{pility eleciric
power
generation
1 ICAIRCS |Affected Operating |CC  [Electric  (Fossi fusl [06/071/1984 1A 08/01/1984 1A 053172008
Lty elachic
nowar
gensration
1 (CAIRSOZ |Aflected Operating 1CC  |Electde  [Fossil fus! |08/01/1884 1A 080171084 JA 01/01/2000
Untility electric
power
generation
i NEP Affacted Operating 1CC  [Electric  Fossi fued [06/01/1884 A 08/01/1894 (A 05/01/2003

htips:/fcamd epa.gov/che/index.cimPfuseactiov=reports. DSP_Reports Print&CFID=23837&CFTOKEN=40140301 &n=18461... 6/4/2007
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Page3of3
Utitity eleckic
pevwer
generation
2 JARP Phass 2 Operating [CC  [Electric  [Fossil fuel 106/01/1904 0810171544 A 0812472004
Utility elachic
power
generation
2 CAIRMNOX Affected Operating [CC  [Eleciric  [Fossil fuel [06/01/1884 08/01/1984 (A 21/01/2008
Utitity slectric
perwer
generation
Z  (CAIRDS (Affectad Operating |CC  [Electric  [Fossil fuel j06/01/1984 08/01/4654 1A 050172008
Uitiity elestric
power
ganeration
2 ICAIRSOZ (Affacted Cperating (G0 Blectric  [Fossi fuel 106/01/1904 06/01/1984 1A GY0Y2008
Utility aleciric
pOwWar
generation
2 jNBP Affecied Operating {CO  jElectric  [Fossil fuel |06/01/1984 06/01/1994 1A 05/01/2003
Utility etactic
powar
generation
Basic Tabie Layout
Generator Information
Generator 1D | UnitID ARP Namoplate Capacity CAIR Hamaplate Capacity Effective Date
GORY 1 g7.2 06/04/2007
GOR2 2 97.2 OBO4I2007
Bagzic Table Layout
Current Owners and Dperators
Link i Mériﬁmrater Company Name Type Effective Date End Dale
1 Dominion Senaration Operator OB/18/2008
1 Virginia Electric & Power Company Owner 11/24/2003
2 Dominion Generation Operator OBMB2005
2 Virginia Electric & Power Company Cramer 112472003
Basic Table Layaut
hitps:/camd epa.govichs/index. cim7fuseaction=reports. DSP_Reports Print&CFID=23837&CFTOREN=49140301 &n=18461... &4/2007
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COMMONWERLTH OF VIRGIA
Depariment of Emviroomentst OQuslty

Gavrprgl inforinaion
CHENE S35 POSHSE VHIAY AFELY A0 LEET AL ATY MORED DREUMENTE

AR ANED LS ALITER UET innensiian, Piges dbet _ERSY ACTUS ara (RTEA ROLLPANT EREISINE, Page
i85
EHuRIENTIAL BIPSEMATIDN, Fagy sl
LT B BAR D0, Pags 16
AL A BASED HAZARDOUS AR MIARITANT RoFOMMATON, Prge v
L DTHER ROGBATED SMASONE. Pags 1T
MASAMRULE AR PULLUTANT UST driowationt, Pages wlas
_ SPLEATING BRODT, Pags 0B
BEGUERT PO LOUAL, SOVERRRENT DINTERATINN PURM, Fuge mid

L CONTERTE S50 DUCUMBNT CERTIBLATIN, Yage | LT ATTATHID DUCURENTS
4 GENERAL WRDBMATION, Pags X BWAR t ITE LD0ATION

wirsdt. e 4

o ERE TN ROVIPMENT . Fage 4

. FRGTEEBNG, Fage 8

. &oohate BT MG, ARG ADNERVE T A TID 30 el LA T IR
L RRDERATORY, Paga T o BTRLE YERTS
o FOLATES DGR COMFOUREST TN IS STUAADE TANRE, Pags 8 L S AT (AT A

ALY CREANEG
SOMYRRIET Pegs B

SRR TROLEUM STONAGE TAMEE

SIENG RAGES 2D L OAATER SERARATERE, Pags 10

BT AE FAASMETRAG ARND FIML AT, Popr 11

oo BAR B LTI CORTRDL AND MORTTIRNG SOUEISENT, PAGE 11

., AN BORLLETION CORTEIA IRLERL EIAIT AL IRPC AT, PRGL 1

A RHIBY 53 FRUSNGNE, Page 14
Note addﬁd form sheels a?}aw, altso inticate the mumber of copies of each form in blank provided.
GOCUMENT CERTIFICATION FORM
{zae other side for instructions)

f certify unider penalty of lave thet this document snd gl etipchments [2s noted sbovy) were prepared undar my
direction or supervision in secordance with 8 system designed 1o assure thet guelifisd parsonnel properly gather and
svsiuate the information submitted. Based on my inguiry oF the parson or persons who manage the system, or those
porsons directly responsibie for pathering and evalusting the infarmation, the information submitted fs. to the best ol
miy knowindge and belief, bus, sccursta, and complete. | am pvears that thers are significant pensities Tor subirmitiing
faige informetion, including the possibility of Hine and imprisonmant for knowing wolstions.

{ cartity that | understand that the existence of o pormit under [Article § of the Regulstivns] does not shield the
source from potentisl enforcement of any regulstion of the board governing the mafor N3R pragrar and does not
rofiove the source of the responsibiity to comply with apy spplicatie provision of the major NSR reguialisns.

SIGNATURE: :f;?m?’*fnm TeN nave | bt 0 £
NAME: R 5. T

TITLE: PFomitabvde REGISTRATION

CERARANY Eratisn MibapEa: OR0E

s, bz b Cantegd arit ARatamerd o yiBsglatinngl, 9 VAC 8202308 and B VAT SB0-1 140K, See roverss

1 FORM 2
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COMMONWERL TH OF VIRGINA DEPARTHENT OF ENVIRONNENTAL QUALITY
AIR PERMIT APPLICA TION GENERAL INFORMATION
PERSON COMPLETING FORM DATE AEGISTRATION FYMBER
Dawn Gorber June 2007 | 40808
FEABGH(5) FOUR SUMMISEION (Check Bil LhAE BpBiy):
TE7) ooaATE OPERATING PERMIT | FHIE PERMIT 1§ APPLIED FOR PUBBUST O PRUVISIONS OF THE
P OVIBOINIA ADMIMIBTRATIVE OOLE, ¥ VAL & Chaster $0, Axticls & {909}

{77l mew 1Grventisld) S0URCE [ THIS FENNLT 16 APPLIED POR FURDUANT 10 THB
‘ POLLOWISS PROVISION(S) OF THR VIRGINTA ADMIBISTRATIVE CODE)
§ ] § BODIPICRTION of a DOURCE §§ # vaC § Chapter 34, Art. § (MINOR SOUNDESR)

{702 vac s chapter 85, Art. § (PSD HAJOR SOURCED
I zunooneion of & SOURCR {15 var 5 chaprer 80, Art. B [HON-APTATNNENT MAJON SOURCES)

% ,_3 Non-Binding Letbter of EXENPTION

% to s Permit dated: _ Permit pyps: || BOPIArL.S} [ I MER [Arp.8)
smsndment Type: THIE AMENDMENT 15 REQUBSTED PURSUANT TO THE PFROVISIONS 9Py
[ sominisrranive 7771 5 vae 5-80-970 1209 kam.) | ]9 YAD 5-B0-1373 (98B Adm.)
7771 wieor 2mendaent [ 5 vme 3-20-580 {80P minor) || & Va@ 5-80-1260 {NEm aiser)
777 stguitivant smendsont {770 5 vac 5-80-250 1800 Big.) [ | % VAC 3«80~1290 {MSR. 8ig.}

Complate Pages 1,

nd refer to the above cheched provisions for edditional
n 7 pages may be used to gatisfy chose rogulrements.

T uesificssion of Change 4n Ownership - Effective Date:

™™ movification of Pacility Heme Change - Rffsctive Date:

[ i motificstion of Ownex Hame Chenge - Effective Date:

I ocher {Spenifyis

COSRAPANY AND DHRION NamE:

Dominion - Gordonsville Power Station

BAREING ADDRESS:

5000 Dominion Boulevard, Glen Allen, VA 23080

TELEPHORE BUMEER: MUMBER OF EMFLOYEES AT 3ITE: PROPERTY ARES AY T8
BADBE2-3432
EXALT BOUVACE LOCATION - IRCLLIDE NARE OF CITY COUNTY: AND SULL STREET ADDRESS O DIRECTIONS:
115 Red Hill Bd, Cordonsville, VA 228472

PERSOM TO OONTADT QN &5 BUOLLUTION MATTERE - NAME AKD TITLE: FeaME RUBIBEI, BOS 0PE-20%8

Cuthy L. Tayhy FAR NNMBER 804371 3450
Dorgeter, Ervironmpast B £1 Ehi, ADDRESE,

Cattee. 0 oo Bdamooom

5 = § Plaaze chock hare ¥ vou obtalngd this Toem froem the DEG websits,

ECy DERCAL USE ONLY
SOUNTY COBE: | PLANT D HUMBER: U taviong:

B
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CORMMONWEALTH OF VIRGINIA DEPARTRIENT OF ENVIRONBIENTAL QUALITY
AR PERRMIT APPLICATION GENERAL INFORMATION {vontimesd)

COMPANY NAME DATE BEQISTRATION NUMBER
Dominion - Gordonsville Power Station June 2007 | 40808

FOR PORTABLE PLANTS:

5 THIR FAQUITY DESIGHNED TO BE PORTABLEY

CIEYES, 15 THIS FACIUTY ALREADY PERIAITTED A5 A PORTABLE PLANT? PERRIT DATE:

#HOHOT PERMITTED, 15 THIS AN APPLUCATION TO BE PERRMITTED AS A PORTABLE YE& § ie]
C PLANTY e ek

IF PERAMTTED A5 A PORTABLE FACILITY. I8 THIS A NOTIEFICATION OF RELODCATION? | §YES ! 7 MG
- CESTRBE THE REW LOCATION OF ADDRESS INCLUDE A BITE sl

]

; B} HEG, MO

§

o WiLL THE PONTABLE PATILITY BE {OLOCATED woiTH ANGTHER SOURCE? | E YES

&WE [ i)

- WILL THE PORTABLE FACILITY BE MODIEIED OR RECONSTRUCTED AS A RESULT OF THE Rerocatiow [ ves [ [ wo

 WOHLL THERE BE ANY NEW EMIBRIOING OTHER THAN THOSE ASSOCIATED WITH THE RELDGATIONT I mj YE& ‘ M
< 3§ THE FACLITY SUITABLE FOB THE AREA TO WHICH IT Wikl BE LOCATED? {ATTALH | YES 2 #]
DOCURENTATIIMN.

DESCRIBE THE PRODUCTS MANUFACTURED ANDYOR SERVICES PERFORMED AT THIS FACILITY:

Ganeration of slectricity for sele

LIST THE BTANDARE WOUSTHIAL CLASSIEICA YION (S0 CORES] FOR THE FRACILITY.

L g by e S0 S -
LIST THE NORTH AMERICAN gv;g%sys v »ggg%wﬁ? rion SysTeM ics) CQ??{«S} fon e EACRITY:
FENININIRE | i o R

PLEARE LISTY ALL THE FACILITIES IN VIRGINIA UNDER COMMON DWNERSHIP OR CONTROL BY THE QWWNER OF THIB
FACILITY:

Numersus Tasiliting throughout the asstern /3 of Virginia

AHLEEZTONES. This section is to B8 complatad of the peomit spplication nshuded 3 now emissinng uit o
madifiegtion 1o axisting oogrations,

RUELESTOMES® ETARTIMNG DATE ESTIMATED COMPLETION DATE
Kew agquigment nststletion

RModifioation of axigting process of sguipiment

Brart-up dates

* o vaewe oF modiifed nstaliptions 1o be congtrustad i phased schedule, ghive construction/irataliation startng and completion dete
Fror sach phatsg.

[X]

Foen 7
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Appendix C - Definition of Start-up and Transient Operations
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APPENDIX C

DEFINITION OF COMBUSTION TURBINE START-UP AND
TRANSIENT CONDITIONS

Start-Up Conditions

(1) Normal Start-Up: Start-up begins when flame is detected. Start-up ends one hour after
ammonia injection begins. The start-up period shall not exceed six hours. For situations
where malfunctions occur during start-up, the six hours will be exceeded and excess
emissions that occur after six hours will be considered exceedances.

(2) Full Speed, No Load: The start-up definition shall include full speed, no load testing
which is usually conducted weekly for reliability purposes. Full speed, no load testing
commences when flame is detected and is distinguished from a normal start-up by the
fact that the combustion turbine output (MW) is zero. Full speed, no load is completed at
flameout. Full speed, no load start-ups occur for less than sixty minutes in duration.

(3) Low Load Emergency (LLE) Mode: During grid restoration, the turbines will operate
an extended period of time at a low load which would be equivalent to the load observed
during a normal startup. LLE mode will take place firing natural gas only. Atest of LLE
mode may be successfully completed once each calendar year. A successful test is
considered to be sustained generation of the turbines while operating in LLE mode. The
turbines may be operated in LLE mode during a Pennsylvania-New Jersey-Maryland
Interconnection, LLC (PJM) Independent System Operator’s (1SO) declared emergency.
(9 VAC 5-80-1180, Virginia Code 10.1 — 1307.02, and Virginia Code 10.1-1307.3 A.5)

Transient Conditions (occurs sixty minutes or less in duration)

(1) Shutdown: Begins when either the operator initiates a STOP command or if the
combustion turbine load has decreased below 85 percent of rated output and within
thirty minutes of a STOP command has been initiated. In both cases, the turbine will
continue to decrease load until flameout.

(2) Fuel Switch: Lower load below 50 MW range, change fuel and raise load again.
Verification by records indicating both natural gas and distillate fuel oil flow within sixty
minutes of each other.

(3) Power Augmentation: A mode of operation that operates the CTs on natural gas while
injecting water to increase the power output of the turbine. While in this operation the
premix burners are not used. In order to return the units to premix steady state; load
must be lowered below the 50 MW range, turn the water injection off then increase load
to reset control logic and enter pre-mix mode. Verification is by records indicating both
water and natural gas flow.
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Appendix D - Data Substitution Emission Factors
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APPENDIX D

NOy, SO,, and CO Data Substitution Emission Factors and

VOC and PM-10 Emission Factors
For Use In Annual Facility-wide Emission Calculations

Operating Mode

Emission Rate

Operating Mode Description

Symbol (Ibs/hr)
CTro 53 b SO, /hr Operating hours firing distillate fuel oil in the
43.5 Ib CO/hr CT (Emiss.Unit ID#s I-A and li-A), while no
52 Ib NOx (as NOy)/hr duct burner supplementary firing is used
10 b PM-10/hr
9.5 Ib VOC/hr
CTro plus 60 b SO, /hr Operating hours firing distillate fuel oil while
HRSG/SFLgo 58.5 Ib CO/hr HRSG duct burner (Emiss.Unit ID#s I-B and
58 Ib NOx (as NO,)/hr 11-B) is supplementary firing low (SFL) at or
12 Ib PM-10/hr less than 124.9 MMBtu/hr.
17.5 b VOC/hr
CTro plus 62 Ib SO, /hr Operating hours firing distillate fuel oil while
HRSG/SFHgq 83.51b CO/hr HRSG duct burner is supplementary firing
60 Ib NOx (as NOy)/hr high (SFH) at 125.0 through 166.6 MMBtu/hr.
13 Ib PM-10/hr
19.5 Ib VOC/hr
ST CTeo 53 1b SO, thr CT operating hours firing distillate fuel ol
208 Ib CO/hr during start-up. Appendix C contains the
259 Ib NOx (as NOy)/hr definition of start-up.
47.8 Ib PM-10/hr
45.4 |b VOC/hr
TR CTeo 53 1b SO, /hr CT operating hours firing distillate fuel oil
171 Ib CO/hr during transient operations (shutdown, fuel
86 Ib NOx (as NOy)/hr switching, or power augmentation). Appendix
39.3 Ib PM-10/hr C contains the definitions of transient
37.3 b VOC/hr operations.
FSNL CTro 53 1b SO, /hr CT operating hours firing distillate fuel oil
282 Ib CO/hr during full speed/no load (FSNL). Appendix C
31.5 Ib NOx (as NO,)/hr | contains the definition of FSNL.
64.8 Ib PM-10/hr
61.6 Ib VOC/hr
CTne 2.11b SO, /hr Operating hours firing natural gas in the CT,
33 b CO/hr while no duct burner supplementary firing is
39.5 Ib NOx (as NO,)/hr | used.
5 Ib PM-10/hr
10.25 b VOC/hr
CTne plus 2.21b SO, /hr Operating hours firing natural gas while the
HRSG/SFLns 48 b CO/hr , HRSG duct burner is supplementary firing low
44 .25 Ib NOx (as NOy)/hr | at or less than 124.9 MMBtu/hr
7 Ib PM-10/hr
18.25 Ib VOC/hr
CTne plus 2.31b SO, /hr Operating hours firing natural gas while the
HRSG/SFHnG 54 |b CO/hr HRSG duct burner is supplementary firing

45.5 Ib NOx (as NOy)/hr

high at 125.0 through 174.7 MMBtu/hr.
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8 Ib PM-10/hr
21.25 b VOC/hr

LLE CTne 2.11b SO, /hr CT operating hours firing natural gas during
461 Ib CO/hr LLE operating mode. Appendix C contains
88 Ib NOy (as NOy)/hr the definition of LLE.
69.8 Ib PM-10/hr
143.2 Ib VOC/hr

ST CTwe 2.11b SO, /hr CT operating hours firing natural gas during
461 Ib CO/hr startup. Appendix C contains the definition of
88 Ib NOx (as NOy)/hr startup.
69.8 Ib PM-10/hr
143.2 Ib VOC/hr

TR CTue 2.11b SO, /hr CT operating hours firing natural gas during
201 Ib CO/hr transient operations (shutdown, fuel
86 Ib NOy (as NOyY/hr switching, or power augmentation). Appendix
30.5 Ib PM-10/hr C contains the definitions of transient
62.4 ib VOC/hr operations

FSNL CTng 2.11b SO, /hr CT operating hours firing natural gas during

460 Ib CO/hr full speed/no load. Appendix C contains the
16 Ib NOyx (as NOy)/hr definition of FSNL.
69.7 Ib PM-10/hr
142.9 Ib VOC/hr

Determination of Emission Unit Operating Mode For A Given Hour

If two or more operating modes are used on the same CT or CT/HRSG DB
(Emiss.Unit ID#s I-A, I-B, and lI-A, 1I-B) during a one hour period, the largest of the
pollutant specific emission rates among the operating modes being evaluated shall
be used for data substitution and emissions calculations during that one hour period.

If one or more 15 minute periods during an hour are identified as CT start-up, then
the entire hour shall be considered one hour of CT start-up for the purposes of
estimating emissions. If one or more 15 minute periods in an hour are identified as
CT transient operation, then the entire hour shall be considered one hour of CT
transient operation for the purposes of estimating emissions. If a CT transient
operation occurs during the same hour as a CT start-up operation, then the entire
hour shall be considered CT start-up.
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Appendix E - Applicability Determination Index (ADl) Water—to-fuel ratio exemption
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LS. Environmental Protection Agency
Applicability Determination Index

Control Number; 0200080

Category;  KNEPS
EPA Offlce:  Region i

Date: 112002

Title: Custom Testing & CEMS QAT Approval
Reciplent:  Shawn Konary

Authon Ken Moraf

Subparts; Part 80, GG, Stationary Gas Turbines
References: 60.8by4)
Abstract:

10V EPA gliow Mirant Kendsll 1o maasurs measure MOx, 802, and PH for tha new
natural gas unil 44 gt the HRSG oulle! inslead of upsiream and downstream of the dugt
bumear during the Subpsr GG and Subpart Da inltfel parformencs test? Tan Kendall use
method 20 instead of method TE for the inifls! perormancs test?

22: Wil EPA sllow & custom CEMS QAOC regimen?

A1 Yes, EPA has determined that in these specific cases the proposed altematives to the
test methods and sampling points will continue o ensure complignce with the emission
firmits,

AZ Yes, EPA has delermined that in thess specific casas the proposad allemative o the
CEME OA/C requirements will coninue Io ensurs compliancs with e emission mits,

Letier:
Oetober 11, 2002

Shewn Konary, Direclor

Depardment of Environmental Affairs
Mirant Kendall, LLC

265 First Shraat

Cambridge, Massachusetis §2142-1214
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IR8 L FL 18 SUDIRST IO AU UK PRI B, Subpan UL Sandaros o Meriormanos 100
Stationary Gas Twrbines. The dutt bumer i sublect 1o 40 CFR Parl B0, Subpant De. The
facility ts slsn sublact to 40 CFR Parl 75,

Whth this letter, EPA Is spproving the laiowing cuslom fusl monitoring schodule 7 he new
CTE / HREG configuration ot Kendad Shation.

i e of e ooy fusd analysis required under 40 CFR Part 55, Subpart G5, when firing
ppebne qually naturs! gas:

1. Mo mositoring of fusl nifrogen s reguined,

2. Sulfur monilofing shall be conducied using the methods lound in 40 CFR Pant 75,
Appendiz D, Section 2.3.5.1.2. on the following schadule:

2. Twipe monthly for 1he firgd sl micnths of eperation {after recaipt of this talter), with no two
woritenng dales within 10 days of each other

b, M the average sullur conterd from the 12 sutfur Tusl content feal rosulls (Wistrinuted over
the Grst aie montha} I8 eas Tan 50% of the sullur Bl (35 expressed in 30 CFR Part 80,
Subpan GGEY, and the sulfur dinxite smis % {colouiated using he sulfur fusl conlent of
e past § months! represent complance wilh e soflyr dioxide sndssions Bmils In 4D OFR
80,333, then Mirad Kendal may reduce monitoring frequansy fo wize per yvear, dusing he
frat ang third calendar guarisrs.

3. Records of sample analyses. sample dates, sl fusl supply shell be kest 1o demonsirats
compliancs with this moniloring schadide and ehall be relained for a pariod of fve vears,
Such reconds shall be made avaiiable for inspection by parsonned of Faders! and Siate air
polulion contro! agenciss.

In 8y of the daily fusl analysis required under 40 CFR Part 60, Subpant GG, when firing
distitlate ot

4. Mo fusbnilrogen content monltoning or waterdofusd infection ratio monftoring is required
as long as Mirant Kendall maintains NOx CEMS n scoordance with 40 CFR Pant 75,

5. I vea of daily mondtoring of e ol for sulfur conlent, Mirant Hendall will sample and
ansalyze e ol o determing the sulfur condent in aceordance withs the procedures snd
sampling Feguency cutined in 40 CFE Part 75, Appendix [,

Continuous Emdssions Monitoring Quality Assurance and Quality Control Procadures: The
agw Mirant Bendal CTG 7 HABG will be equipped with 3 MOx monflor with 8 tange fom 0
o 10 pom. Your letler requesied allermative NOx monitoning provisions under 40 OFR
80,1303 fov these low renge monitors. EPA s approving the bllowing sliermative 80x
CENS calibration and quality sssurance /guslily control provisions,

4. The following alternale sporovals apply oy 10 the Jow monitoring range 10-10 ppm) MNOx
monitor, unfess otharwize noted.

2. 40 UFR Part 80 ncludes 2 24-hour calibralion drift sequiremant of 2 5% of monftor span,
Mirarnt Kendall may consider s calibration ¢rilt of less thar or gqual fo 5% of span (0.5 ppmy)
scoapiable,
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b. Alirant Kendall rmay parform the T-day doft test on 7 consecutive unit operating days
rather than of seven consecutive calendar days. This lem appiias to 58 emissions moniiors
althe faciity.

¢ BFA iz spproving an sllemate relative acowrssy requbement of 0.5 ppred of NOx,
correcied fo 15% OF. For IAMB NOx emission Bmils, EPA iz spproving an allemative
refalive gouracy of 0002 WMNBlY, For ipfhr NOx emission s, EPA Is spproving 8
relialive socuracy equal i
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MO Biny relalive soowracy = G002 AR Y A_NMIMBILY

Where A_MMBWIY = the srithoslic sverage BN Bty delermined by the dats sooulsition
and handling system (DAME) over the course of the relgtive acourasy test sudit {RATA), for
wyary hour during which 2 BATA run was perfonmed,

ERFA s ppproving an slemate relative socuracy requitement of 0 5 spomd of CO, corrected
o 15% GF. For InIB CO emission imits, EPA it approving an altemative ralative
socuracy of .00 BB, For v 0O eminglon Smils, EPA (2 approving o relathe
soouracy equal Iy

CO oy relative accoracy = 0.007 MBI ~ A_MMBWW/y

d. Wiran] Kandall may subsiiie the requirerments of the quarierdy lineasily tesl mouied
undar 40 CFR Pant 78 Appendices A and 8. in bau of the requirament o perdorm gquarterly
cylinder pas audils 2% specifind In 40 CFR Pan 80 Agpendix F

7. Mtant Bendall may omil a oylireder a8 sudit {64} for CO and K3 i any guarls:
during which the unil is operated loss than 188 hours, sacapt that o CGA must be done for
each polutsnt [0 and NHI) 81 jaast onoe every bour quariers reosrdiess of hours of
oparation,

8. EPA is approving the following deta validation methods:

a. Mirant Kendall may perlorm CEMS data validation angd dats reduction in acoordance with
40 CPR Seclion 7510001 procedures for the purposes of showing compliance with the 40
GFR Part 80, Bubpert GG NOy standards and the PSD permit O and NH3I standards,
except thal no data substivtion shall be parmilled.

b, Mirant Kendall may spply the 02 diluent cap in acoordance with 40 CFR Part 75,
Appendix F, Section 3, for delermination of b/AMMBRE: and ppmeed (8t 15% O2) ermission
rales.

. Wlirant Kendall roay designate an hour in which fusl is fired for any period as an
“operating hour® it scoordance with 40 CFR Baction 72,2,

Iritisl Performance Test Methads and Procedures: EPA approves the following requests for
mdification of the inftial performance test methods for duct burper NOx Bmits at 40 CFR
Part 50, Subnart Ug (Le. Ses. 80481 and Bec. 80.8{b1:

8. Measurament of combined turbine and duct bumer NOx at the BRSG outlet instead of
msasining upsiream and downstresm of the dudt bumar. The sitermative method is
appropriale in this case dus 1o the difficulty of isolsting the emizsion contribution of the duat
burnar from the emission conirbulion of the gas Wwbine. This approved aliernative tasting
methid conservalivaly assurmes that e lolsl measured MO emissions are aiisbutable tn
ihe duet burner along!

T8, Uss of Method 20 or Method TE {both found in 40 CFR Part 80, Appendix &) &
measuring MOx concentrations during stack test. 40 CFR S0.48a0k)1 () requires Mathod
7E for determining NOx concentrations. In this casa, the messurement differences bebvesn
Methods TE and 20 will not atfect the compliance stalus under Subpart Da, becauss Mirsnt
Kandai will also ba complying with the Tederally enforceable Massachusells perit lirmit
which is more resirictive than Subgar Dy

11, Determination of duct burner MMBluhs firing rate by using the luel flow monitoring
system cerlifed per 40 CFR Part 75, Appendix &, instead of by lesting the stack flow rale;
angd
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12, Caloulation of the dust burmer BV production using e following eguation;
GFDB * HV [ {aff * 1000)

whers GFOB = gas fow to the duct bumsr In heoifr HV = healing value of tha ges in
Biumiscl off = 10,000 BlufWh 1000 = conversion facior, 1000 KW= 1 MW

EPA approves ihe following requesis for modificalion of the iniis! performance lest methods
for duct burner U2 and P envsslon imils 2040 CFR Panl 80, Subpart Da {Le. Sec.
5048200 and Sec. 80 80k

13 BMessusement of 302 a1 the HREG oullet nslead of upshream and downstream of the
dust burner or conduct fusl testing for sulfur in order 1o selisfy the S0 testing requirement
of Subpart Da for the dudt bumer, and

4. Measurement of P at the HRSE oullet instead of upstream and downstream of the
duct burmner,

EPA may alter this approval in the fulure, in sccordance with appliceble regulalions, fthe
agenoy delernines thet 8 s wanranled.

fyou have any quesiions regarding this spproval, please contact Reheooa L Kurowskd, at
817-518-1863 or Robin R. Segell, at 815-5341-0883.

Bincersly,

Ken Moral, Enforcement Manager

Offics of Environmenia! Slewardshio amnd
Conniesus B, Oldham, Ph D, Group Leader
Source Messurement Techrgiogy Group

ot Bharen YWeber, MA DEP Lawrence

James Belsky, MA DEP NERO

Alan Hicks, EPA Reglon | Cheimsiord

lan Cohen, EPA Reglon |

Hobert Machaver, B.C. Associates, 1 Greenridos Lans
#2, Lincolp, WM& BIT73



